~— Removal

1. Remove the steering joint cover, and disconnect the 5. (Manual*transmission model only)
steering shaft from the gearbox. :

® Remove the shift extension from the transmission
case.

SHIFT EXTENSION BOLT

STEERING JOINT COVER

2. Raise the front of car and support on safety stands in . SHIFT EXTENSION
the proper locations.

3. Remove the front wheels.

® Slide the boot at the connecting position of the

4. Disconnect the tie-rods from the steering knuckles .
gear shift rod. .

using the special tool shown.

® Drive out the spring pin with a punch, then discon-

BALL JOINT REMOVER nect the shift rod.

18G1584

NOTE: On reassembly, install the pin retainer back into
place after driving in the spring pin as shown.

SPRING PIN

I
PROJECTION SHIFT ROD

PIN RETAINER

(cont'd)
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Steefihg Gearbox

— Removal (cont'd)

6. (Automatic transmission only)

® Remove the shift cable holder and cable from the
transmission case. !

SHIFT CABLE HOLDER

BOLT SHIFT CABLE

7. Remove the self—lockihg nuts connecting the exhaust
pipe to exhaust pipe B, then separate exhaust pipe B
from the exhaust pipe.

CAUTION: Replace the exhaust gasket and seif-
locking nuts when you reinstall the pipe. -

8. ‘Move the exhaust pipe B to dawnward.

"NUT -
SPRING

BOLT Y
PN AL

EXHAUST PIPE B

9. Slide the tie-rod all the way to the left side. -

10. Remove the steering geardox mounting and bracket
bolts.

MOUNTING BOLTS BRACKET BOLTS

11. Slide the gearbox left so that the right tie-rod clears the
bottom of the rear beam, then remove the gea(box.

GEARBOX
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