— Installation

1. Reinstall the gearbox in the reverse order of removali.

2. Tighten the gearbox mounting and bracket bolts. -

39 N'm
(3.9 kg-m, 28 Ib-ft)

44 N-m
(4.4 kg-m, 32 Ib-ft)

3. Connect the gihaust pipes with new gasket, and tight-
en the bolts and nuts.

NUT
22 N'm (2.2 kg-m, 16 Ib-ft)

4-1. (Manual transmission model only)

® Connect the shift rod to the transmission and drive
the spring pin with a punch, then.install the pin
retainer. Be sure that:the projection on the pin
retainer is in the hole. ‘ .

SPRING PIN

SHIFT ROD

PIN RETAINER

® Install the shift extension to the transmission case.

22 N'm
{2.2 kg-m, 16 I1b-ft)

SHIFT EXTENSION

(cont’d)
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Steering Gearbox

— Installation (cont’d)

4-2. (Automatic transmission modei-only)}.

® .Connect the shift cable to the transmission and
. install the.cable holder. . . . -

27 N-m(2.7 kg-m, 20 Ib-ft)

SHIFT CABLE

SHIFT CABLE

5. Re-connect the tie-rods to the steering -knuckles,

tighten the castle nut to specified torque, and install
new cotter pins.

CASTLE NUT
44 N-m
(4.4 kg-m. 32 Ib-ft)

6.

8.

Reconnect the steering shaft 1o the gearbox.

Install the steering joint cover.

CAUTION: Before tightening the steering joint
bolts, pull up the steering joint to make sure that the
steering joint is fully seated.

I 2.2 kg-m, 16 Ib-ft)
STEERING JOINT COVER (2.2 kg-m

Reinstall the front wheels.
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