Lighting System (Except KE model)

~ Componeht Location Index

HIGH BEAM INDICATOR LIGHT
{in the gauge assembly)
Gauge Assembly, page 16-85

S

\\

HEADLIGHTS
Adjustment, page 16-107

Replacement, page 16-107
LIGHTING SWITCH

Test, page 16-104
Replacement, page 16-105
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Lighting System (Except KE model)
—Lighting/Turn Signal Switch Test

Remove the dashboard lower panel.

Remove the steering wheel.

Remove the steering column covers then disconnect
the 7-P and 4-P connectors.

Check for continuity between the terminals in each
position according to the tables.

1.
2.
3.
4.

LIGHTING/DIMMER/PASSING
TURN SIGNAL SWITCH

SELF LOCKING NUT

50 N*m (5.0 kg-m, 36.2 Ib-ft)
Replace

Lighting/Dimmer/Passing Switch

Termlngl o E - F G H 0
Position :
OFF .
Lighting e O O
switch z -
0 o— —0
Dimmer Low & O O
switch * HIGH (@3 —O -O
Passing ‘ OFF
switch ON O—-o"F -0
* . With lighting switch position in (£D)
Turn Signal Switch
" Terminal | ° : c
Position A B
R .. O - O
NEUTRAL
L
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