Electrical - Immobiliser

ELECTRONIC ENGINE IMMOSBILISATION
The electronic engine immobiliser is ectivated if the
¢2r is lockad with the handset or the key. Once
activated the engine immobiliser will remain active
until the handset fs used again,

If the car Is unlocked with the key, the alarm
waming light will llluminate continyously when the
drivers door is opened. If an attemot is made to
crank the engine with the immabillser active the
warning light will iluminate and the engine will not
start.

Engine immobHisation overrids
If the nandset fails ta operate or is lost,
mobilisation can be achieved by using the door key
to enter the four digit, key access code (shown on
the security card), as tollows:

1. Insert the key into the driver's
door lock.

2. Turn the key 10 the UNLOCK
position the required number of
times 10 enter the first digit of the
code.

3. Turn the key 10 the LOCK
position the required number of
limes to enter the second gigit of
the codc.

4. Turn the key 1 the UNLOCK
pasition the required number ot
times to enter the third digit of
the code.

8. Turn tha key to the LOCK
pasition the required number of
times 10 enter the fourh digit of
the coge.

6. Finally, lurn the key once more
10 the UNLOCK pasition to unfock
the door.

NN

f the code tias been succassfully antered the alarm
ingicator light will stap flashing and the angine can
be started. If the coda hag been incorrectly entered
a waming bleap will sound when the key is turned
to the unlock positian.

it an error is made during the process of entaring
the code, opening and closing the door will cancel
it. and the procass of entering the code can be
repeated.

Afeature of the system allows 3 atempts at
entering the cade before a 10 minute engine lock
out period is activated.

Once the engine Immobiliser Is deactivated it will
remain inactive until the handset is used ta lock the
car.

i i - vehi le only.
- The illustrations above are for RHD vehic
Note For LHD the directions of the arrows should be reversed.
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