Back up Lights

rCircuit Diagram

MAIN FUSE BOX

BATTERY

O L

IGNITION SWITCH

BAT-A

== BRN/P U P =g WHT O IG BLK/YEL ey

DASH
No.1
2(10/\) FosE
GRN
(AIT) 1 p (MIT)
________ -__‘_'l T .-
] ]
GRN YEL
ULt | N
Swiren (]:P) r-——- DASHBOARD WIRE HARNESS @) SWITCH
BACK-UP 2 o on the
(LIGHT ) 3 ENGINE WIRE HARNESS ™ . B (Uansmissiun)
SWITCH \case
GRN/BRN ) GRN/BLK
[ z L
GRN/BRN - —— = — - —— MAIN WIRE HARNESS. -~~~ ———— —{ GRN/BRN

MAIN WIRE HARNESS ————{ GRN/BRN
p
REAR WIRE HARNESS ———F{_ ‘GRN/BRN
HATCH SUBCORD WIRE HARNESS -——-{ GRN/BRN
GRN/BRN
BACK-UP .
LIGHTS
(21Wx2)
HATCH WIRE HARNESS - — —=< 8Lk’
G501
G551

16-115



Back-up Lights

— Test:

Manual Transmission :
1. Test back-up light switch by placing the select lever in
reverse and turning the ignition switch ON.

2. If the back-up lights do not go on, check the No.1
(10A) fuse in the dash fuse box and the back-up light
bulbs in the rear panel light assembly.

3. If the fuse .and builbs are OK, disconnect the con-
nectors from the back-up light switch.

SWITCH ]
25 N:m (2.5 kg-m, 18 Ib-ft)

This washer must
always be replaced
for the switch to
function properly
and to prevent oil
leaks.

B(GRN/BLK)
TRANSMISSION CASE

4. Check for continuity between the A and B wires with
the switch installed to the transmission case. There
should be continuity as the select lever engages “R".

@ If no continuity, replacesthe switch.

e If there is continuity, but the back-up lights do not
go on: )

— Poor ground (G501, G551).

— An open in the GRN or YEL or GRN/BLK or GRN/
BRN wire.

A(YEL)

Automatic Transmission :
1. Test back-up light switch by shifting the select lever to
“R” and turning the ignition switch ON.

2. If the back-up lights do not go on, check the No.1

(10A) fuse in the dash fuse box and the back-up light
bulbs in the rear panel light assembly.

3. If the fuse and bulbs are OK, remove the center
console, then disconnect the 10-P connector from
the shift position console switch (back-up light
switch).

CONSOLE SWITCH

View from
wire side

4. Check for continuity between No.2 and No.3 termi-

nals. There should be continuity as the select lever
engages “R".

e If no continuity, replace the switch assembly (see
page 16-88).

® If there is continuity, but the back-up lights do not
go on:
— Poor ground (G501, G551).

— An open in the GRN or GRN/BRN wire.
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