Intermediate Shaft

— Replacement

1. Drain oil from the transmiission.

2. Remove the three 10 mm bolts.

10 x 1.25 mm
40 N°m (4.0 kg-m, 29 Ib-ft)

3. Lower the bearing support close to the steering gear-
box and remove the intermediate shaft from the differ-
ential.

CAUTION: To prevent damage to the differential oil
seal, hold the intermediate shaft horizontal until it is
clear of the differential.

4. Installation is the reverse order of removal.

— Disassembly

1. Remove the intermediate shaft outer seal.

2. Remove the external circlip.

EXTERNAL CIRCLIP

INTERMEDIATE SHAFT
OUTER SEAL

3. Press the in'termedigte shaft out of the shaft beafing>
using the special tools.

NOTE: Be sure that the bearing carrier is centered with
the tool. -
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4. Remove the intermediate shaft inner seal.

5. Remove the internal circlip.

.

INTERNAL CIRCLIP

INTERMEDIATE SHAFT
INNER SEAL

6. Press the intermediate shaft bearing out of the bearing
support using the special tools. .

Hydraulic press

DRIVER
07749-0010000

ATTACHMENT
42 x 47 mm

07746—0010300
ATTACHMENT

07965—MA60000

HUB DIS/ASSEMBLY BASE
07GAF—SD40700

— Index/Inspection

-

INTERMEDIATE SHAF"I‘ BEAYRING
Replace.,

INTERNAL
" CIRCLIP

BEARING SUPPORT
Check for damage.

OUTER SEAL
Replace.

EXTERNAL CIRCLIP

.-

INTERMEDIATE SHAFT RING
Check for damage or distortion.

S

Grease splines.

" INTERMEDIATE SHAFT

BEARING SUPPORT RING
Check for damage or distortion.

INNER SEAL
Replace.

CAUTION: Be careful not to damage the rubber on the
bearing support during installation.




