Rear Suspension

Index/Inspection

CAUTION:
¢ Lower arms A and B are interchangeable from side to side. Make sure their left and right side marks (L. UP, {R.

UP) are facing up for assembly.
 [f the trailing arm bracket bolt is tightened before installation on the frame, tighten the bracket bolt with a trailing

arm-to-bracket end clearance of 32.3 mm ({1.27 in).

UPPER INNER BUSHING
Check for deterioration

or damage.
STABILIZER BUSHING

Check for deterioration
or damage.
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STABILIZER BAR
Check for bending
or damage.

32.3 mm
(1.27 in.)

10 x 1.25 mm

39 N-m (3.9 kg-m, 28 Ib-ft)
UPPER ARM

Check for bending

or damage.

BALL JOINT

Check for play or damage.
Removal, page 12-22
STABILIZER BUSHING
Check for deterioration

or damage.
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LOWER ARM BUSHING
\ Check for deterioration
or damage.

or damage.

TRAILING ARM BRACKET
Check for damage. .
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LOWER ARM A

Check for bending
or damage. Check for deterioration
TRAILING ARM or damage.
Check for damage.
HUB BEARING UNIT
TRAILING ARM @)  Check for play or damage.
BUSHING . . I Replacement, page 12-22
Check for deterioration o\
or damage. %
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