Exhaust Manifold

Illustrated Index

IOXYGEN SENSOR -
(C27A1 only)
45 N+m (4.5 kg-m,
33 Ib-ft)

8 x 1.25 mm
22N-m (2.2 kg-m,
16 Ib-ft)

EXHAUST
MANIFOLD
SHROUD

Reptlace
SELF-LOCKING NUT
8 x 1.256 mm

34 N-m (3.4 kg-m,
25 Ib-ft)
Replace

REAR EXHAUST MANIFOLD

SELF-LOCKING NUTS

10 x 1.25 mm

55 N'm (5.5 kg-m, 40 Ib-ft)

Replace

FRONT EXHAUST MANIFOLD

OXYGEN SENSOR
(C27A1 only)
45 N+m (4.5 kg-m, 33 Ib-ft)

SUCTION

G PIPE
2 {KG,KX,KS)
>

SELF-LOCKING

NUT

8 x 1.25 mm

34 N-m (3.4 kg-m,
25 Ib-ft)

Replace

GASKET
Replace

EXHAUST MANIFOLD
SHROUD

GASKET

Replace
8 x 1.25 mm
22 N-m (2.2 kg-m,
16 1b-ft)

HEADER PIPE

SELF-LOCKING NUTS
10 x 1.25 mm

55 N‘m (5.5 kg-m,

40 |b-ft)

Replace
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