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Wire Harness and Ground Locations .

Engine Compartment

G101 and G102

LHD: G301
RHD: G406
620 G291
1
FRONT INTAKE MANIFOLD COVER
BULKHEAD P

EACV HOUSING

RADIO
CONDENSER
GROUND

G2 RIGHT SIDE
WIRE HARNESS

ENGINE ¥ ) ox
GROUND ’
WIRE
, ENGINE
ENGINE WIRE COMPARTMENT
HARNESS 4 WIRE HARNESS

BATTERY GROUND
WIRE

HARNESS
BATTERY

G203 and G204

@\ & \
\ )
s> _—

G202
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Wire Harness and Ground Locations

Floor (LHD)
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(RHD)
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Wire Harness and Ground Locations

Trunk, Door and Roof (LHD)

G821
PASSENGER’S DOOR g G503
WIRE HARNESS
TRUNK UPPER Z\ \
PANEL
ROOF WIRES \\\
~ SUNROOF

RE DEFOGGER
WIRES  Grounp

REAR WIRE
HARNESS

DRIVER’S DOOR
WIRE HARNESS

" e D
, v

NOTE: When connecting the 6-P connector
to the trailer connector, make sure that the
turn signal circuits of the trailer have relay TRUNK LATCH
circuits.
Connector Capacitance
Turn signal relays: 0.1 A max.
Brake lights : 21 W x 2 max.
Taillight : 21 W x 2 max.

— (EC only)

G502

16-12



(RHD)

G501 TRUNK

SUNROOF WIRES

ROOF WIRES

DRIVER’S DOOR
WIRE HARNESS

PASSENGER’S DOOR
WIRE HARNESS

REAR WIRE
HARNESS

DEFOGGER
GROUND
WIRE

TRUNK UPPER
PANEL

— (EC only) G502
NOTE: When connecting the 6-P connector

G821

to the trailer connector, make sure that the
trun signal circuits of the trailer have relay
circuits.
Connector Capacitance
Turn signal relays: 0.1 A max.
Brake lights : 21 W x 2 max.
Taillight 121 W x 2 max.

TRUNK LATCH
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Wire Harness and Ground Locations

Dashboard (LHD)

STEERING COLUMN ;
7
\

BLOWER WIRE
HARNESS

POWER SEAT
WIRE HARNESS
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(RHD)
G701
DASHBOARD WIRE HARNESS
STEERING
COLUMN
BLOWER WIRE
HARNESS

/ CONSOLE WIRES

POWER SEAT
WIRE HARNESS
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