Exhaust Pipe and Muffler
g Replacement (C27A1 Engine)

FUEL TANK HEAT SHIELD HEAT SHIELD

HEAT SHIELD

22 N-m {2.2 kg-m, 16 Ib-ft}
Replace 5

GASKET
CATALYTIC CONVERTER GASKET Replace
6 x 1.0 mm Inspection, section 6 Replace
12 N-m (1.2 kg-m, 9 Ib-ft) Replacement, page 5-44
EXHAUST PIPE .
GASKET
Replace é GASKET \ @ EXHAUST PIPE
5
D

Replace
\@ ~a (ﬁ]’\ \ SELF-LOCKING NUT
_ g @ == 10 x 1.25 mm
> & 34 N-m (3.4 kg-m, 25 Ib-ft)

3 Replace
F @ SELF-LOCKING NUT ?
10 x 1.25 mm

34 N-m (3.4 kg-m, 25 Ib-f1) ?Q‘w'@ @
©

Replace
Q @"’é
\ HEADER PIPE S A

SELF-LOCKING NUT \

10 x 1.25 mm 8 x 1.25 mm
55 N-m (5.5 kg-m, 40 Ib-ft} 26 N-m (2.6 kg-m, 16 lb-ft)
Replace
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(C27A2 engine)

FUEL TANK HEAT SHIELD HEAT SHIELD

HEAT SHIELD

6x1.0 mm
12 N'm (1.2 kg-m, 9 Ib-ft)

EXHAUST PIPE
GASKET
Replace

\ )
E F @\ SELF-LOCKING NUT

& 5 10 x 1.25 mm
E> 34 N-m (3.4 kg-m, 25 Ib-ft) % @
® Replace
& o

€ 8
\ HEADER PIPE

SELF-LOCKING NUT

10 x 1.25 mm

55 N-m (5.5 kg-m, 40 1b-ft)
Replace
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