Gauge Assembly

— Gauge/Indicator Location Index

GAUGE ASSEMBLY
Removal, page 16-79
Disassembly, page 16-80
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BULB CHECK CIRCUIT

(KQ only)
DIMMING CIRCUIT (Part of the top circuit
(Part of the top circuit  poard)

board) Description, page 16-104

SHIFT LEVER POSITION
INDICATOR

A1l -— — —» A22

. ny

OOODDOOOOOOO

©ooo0 00009

L

Al— — — —»A10

SPEEDOMETER
Indicates 60 km/h [mph]
at 637 [1.026}min~"’
{rom} of the
speedometer cable. TACHOMETER
Indicates 100 r/min at

300 pulses per minute

See page 16-94

of the igniter unit.

EC model only:
WASHER LEVEL
WARNING CIRCUIT
Test, page 16-99
and SPEED SENSOR
AMPLIFIER

Test, page 16-81

EC model:

Others:

SAFETY
INDICATOR

See page 16-85 | revolution

COOLANT TEMPERATURE
GAUGE

Gauge Test, page 16-84
Sender Test, page 16-84

FUEL GAUGE

page 16-83

SPEED SENSOR
(PHOTO PULSER)

SPEED PULSER
(REED SWITCH)
Qutputs 4 pulses per
speedometer cable

the speedometer head).

Gauge Test, page 16-82
Sending Unit Test/Replacement,

(Built in

16-75



