Brake Hoses/Pipes @

Inspection/Connections

1. Inspect the brake hoses for damage, leaks, interference or twisting.

2. Check the brake lines for damage, rusting or leakage. Also check for bent brake lines.

3. Check for leaks at hose and line joints or conne\ctions, and retighten if necessary.
CAUTION: ‘Replace the brake hose clip whenever the brake hose is serviced.

NOTE: LH Drive shown, RH Drive is similar.

HIGH PRESSURE

HOSE-TO-A M T

3? f,.m ?3 50.:;9,,. UstA.b(_’f?, BRAKE HOSE-TO-CALIPER
] ’ 35 Nem (3.5 kg-m, 25 Ib-ft)

BRAKE LINE-TO-BRAKE HOSE
15 N-m (1.5 kg-m, 10 Ib-ft)

HOSE CLAMP BRACKET BOLT
"10 N-m (1.0 kg-m, 7 Ib-ft)

BLEED SCREW HOSE CLAMP BOLT BLEED SCREW
TO-CALIPER. 9N'm (0.9 kg-m, 7 Ib-fty 22 N-m (2.2 kg-m, 16 Ib-ft) 9 N-m (0.9 kg-m. 7 Ib-ft)

35 Nem (3.5 kg-m, 25 Ib-ft)

HIGH PRESSURE HOSE-TO-POWER UNIT
35 N-m (3.5 kg-m, 25 Ib-ft)

(cont’d)

13-5



Brake Hoses/Pipes

Inspection/Connections (cont’d)

CAUTION:
® The brake pipes and modulator pipe fittings are col-
or coded.

10 x 1.0 mm
15 N-m
(1.5 kg-m, 11 lb-ft)

8 x 1.25 mm
13 N-m (1.3 kg-m, 9 Ib-ft)

15 N-m (1.5 kg-m, 11 ib-ft}

12 x 1.0 mm
15 N-m (1.5 kg-m, 11 Ib-ft)
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