Slave Cylinder

_ Overhaul/Inspection

SLAVE CYLINDER BODY
Check folr wear or damage.

Replace Replace

SLAVE CYLINDER PISTON
Check for wear or damage.

SLAVE CYLINDER PISTON
Install with small end
BLEEDER SCREW focing piston.
10 N°m (1.0 kg-m, 8 Ib-ft) PISTON CUP B
PISTON CUP A Replace
Replace

BOOT
Check that it is fitted securely
over cytinder body.

PUSH ROD '_@

{Molybdenum
Disulfide)
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Slave Cylinder

— Removal

1. Disconnect the clutch pipe from the slave cylinder.

CAUTION:

® Avoid spilling brake fluid on the painted sur-
faces, as it may damage the finish.

® Plug the end of the clutch pipe with a shop rag
to prevent brake fluid from coming out.

2. Remove the slave cylinder from the clutch case.

CLUTCH PIPE

SLAVE CYLINDER

BOOT
Remove and check for signs of leaking
or deterioration

— Installation

1. Install the slave cylinder assembly on the clutch
case.

SLAVE CYLINDER ASSEMBLY

22 N*m (2.2 kg-m,
16 1b-ft)

BLEEDER FITTING

22 N-m (2.2 kg-m,
16 Ib-ft)

(Molybdenum
Disulfide)

2. Bleed the clutch hydréuhc system:

® Attach a pipe to the bleeder fitting and suspend
the hose in a container of brake fluid.

® Make sure there is an adequate supply of fluid
at the master cylinder, then slowly pump the
clutch pedal until no more bubbles appear at
the bleeder hose.

® Re-fill the master cylinder fluid when done.
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