PGM-FI Control System

— Trpubleshooting Flow Chat —— Ignition Timing Adjuster
~. -~
—{ - - Self-diagnosis Red LED indicator blinks eighteen times: A problem in the Ignition Timing Adjuster circuit.
o~ i ~

— Check engine warning light is on.
- Red LED indicates CODE 18.

|

Turn the ignition switch OFF.

l

Remove ALTERNATOR SENSE
fuse in the under-hood relay box
for 10 seconds to reset ECU.

T

Turn the ignition switch ON.

- . NO Intermittent failure
Is Check engine warning light on? (test drive may be necessary.)

YES
LH drive

Turn the ignition switch OFF.

Disconnect the 4P connector on
the right side of the firewall that
has only 3 wires.

Measure resistance  between
YEL/WHT terminal and GRN/
WHT terminal on Ignition timing
adjuster harness.

GRN/WHT
< Is there 3—6 kQ? NO Replace Ignition timing
adjuster.
YES
Measure resistance between
YEL/WHT and BRN terminals
and between GRN/WHT and
BRN terminals.
I
Does the sum of the two resis- \NO Replace Ignition timing
tance checks equal 3.5-6.5 kQ? adjuster.
YES LH drive
Turn the ignition switch ON.
— 1
Measure voltage between YEL/
WHT (+) terminal and GRN/
WHT (-) terminal on the R. side
wire harness.
YEL/WHT
(To page 6-59) BRN GRN/WHT
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‘(From page 6-58)

J NO Measure voltage between YEL/
< Is there approx. 5V? WHT (+) terminal and body
ground.

YES I Repair open in GRN/
< Is there approx. 5V? YES WHT wire between

Lo ) ECU (C14) and Ignition
Turn the ignition switch OFF. o timing(; adjl)Jster. g
1
Connect the PGM-FI test harness L .
between the ECU and connector Turn the ignition switch OFF.
(page 6-23). I
Connect the PGM-F! test harness
between the ECU and connector
(page 6-23).
Turn the ignition switch ON. — T
1 Turn the ignition switch ON.
Measure voltage between B18 T
(+) terminal and C14 (-) termi-
nal. Measure voltage between C13
(+) terminal and C14 (-) termi-
nal.
C13(+)
Repair open or short in 000000000 Jooocoooocoo joocoocodo 5 v2
Is there 0.5—4.5V? NO | BRN wire between ECU 000000000 0000000000 fOC0000RO
(B18) and Ignition tim- Py
YES ing adjuster .
v Repair open in YEL/

- Is there approx. 5V? ES WHT = wire  between
Substitute a known-good ECU ECU (C13) and Ignition
and recheck. If symptom/indica- NO timing adjuster.
tion goes away, replace the orig-

inal ECU.

Substitute a known-good ECU
and recheck. If prescribed voltage
is now available, replace the orig-
inal ECU.
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