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@ Before removing, mark direction of rotation.

® Refer to ba

se manual for:

positioning of the crank and pulley before installing the timing belt.

alternator belt adjustment. .

power steering pump belt adjustment. 6x1.0mm

air conditioning compressor belt adjustment. 12N-m (1.2 kg-m,

OIL TEMPERATURE SENSOR
28 N'm (2.8 kg-m, 20 Ib-ft)

UPPER COVER

6 x1.0mm

1

(1.0 kg-m, 7 Ib-f)

LOWER COVER Son

CRANKSHAFT

PULLEY

14 x 1.25 mm

170 N°m (17.0 kg-m,
Apply engine oil to the
bolt threads.

9 Ib-ft)

REAR VALVE COVER 6 x 1.0 mm

O-RING
Replace

SEAL RUBBER PCV VALVE

O-RING
Replace

FRONT
VALVE COVER

PULLEY

O Nm

TIMING BELT

BELT TENSIONER

ADJUSTMENT BOLT
43 N-m

(4.3 kg-m, 31 ib-ft)
For adjustment only,
do not remove.

FRONT CAMSHAFT
PULLEY

Install with concave
surface facing in.

CRANKSHAFT
TIMING BELT PULLEY

¥~ Install with concave
surface facing out.
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o
0 6 x 1.0 mm
10 N*m
(1.0 kg-m, 7 Ib-ft)
ALTERNATOR BELT
123 Ib-ft}

15 N'm (1.5 kg-m, 11 Ib-ft}

REAR CAMSHAFT



