Automatic Climate Control

lllustrated Index

EVAPORATOR

As refrigerant circulates, heat is
absorbed from the surrounding
passenger compartment air.
Replacement, page 15-83
Overhaul, page 15-84

In-Car TEMPERATURE SENSOR
Replacement page 15-91
Test page 15-92

COOLANT
TEMPERATURE SENSOR
Replacement 15-89

Test page 15-93

o W

Replacement page 15-20
Overhaul, page 15-20

RECIRCULATION
CONTROL MOTOR
Test page 15-94

EVAPORATOR

SENSOR

TEMPERATURE
Test page 15-93

TRIPLE PRESSURE SWITCH
When the refrigerant pressure is
below 206 kPa (2.1 kg/cm?, 33 psi)
due to refrigerant leakage or above
2648 kPa (27 kg/cm?, 384 psi) due
to the coolant blockage the triple
pressure switch opens the circuit
and stops the airconditioner to pro-
tect the compressor.

When the refrigerant pressure is
above 1324 kPa (13.5 kg/cm?, 192
psi) the triple pressure switch
closes, causing the cooling fan con-
trol unit to operate the cooling fans
at higher speed.

15-32

CLIMATE CONTROL UNIT
Replacement page 15-89

AIR MIX

CONTROL MOTOR / FUNCTION CONTROL MOTOR

Test page 15-94 Test page 156-95

SIGHT GLASS

RECEIVER AND FILTER/DRYER
Serves as a reservoir which filters and
removes moisture from the refrigerant.

SUNLIGHT SENSOR
Replacement page 15-90

HEATER VALVE

CONDENSER

Dissipates the haat which was
< absorbed by the refrigerant.
Replacement, page 15-85

AMBIENT TEMPERATURE SENSOR
Replacement page 15-90
Test page 15-92

COMPRESSOR

Compresses the refrigerant and

then forces it through the condenser.
Compressor troubleshooting, page 15-85
Replacement, page 15-76

Clutch inspection, page 15-78

Clutch overhaul, page 15-79

Shaft seal Replacement, page 15-81



