Front Suspension

Torque Specification

CAUTION:
® Replace the self-locking nuts after removal.
® Replace the self-locking bolts if you can easily thread a nut past their nylon locking inserts.

NOTE: Wipe off the grease before tightening the nut at the ball joint.

SELF-LOCKING NUT

10 x 1.25 mm -
30 N-m (3.0 kg-m, 22 Ib-ft) =
Replace.
SELF-LOCKING NUT

10 x 1.25 mm
39 N-m (3.9 kg-m, 28 Ib-ft)

12 x 1.25 mm
LN 65 N-m (6.5 kg-m, 47 Ib-ft)
5—C Replace.
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SELF-LOCKING BOLT
10 x 1.25 mm
44 N-m {4.4 kg-m, 32 Ib-ft)

10 x 1.25 mm
44 N-m (4.4 kg-m, 32 Ib-ft)

SELF-LOCKING BOLT
12 x 1.25 mm

75 N-m (7.5 kg-m, 54 Ib-ft) 10 x 1.25 mm

44 N-m (4.4 kg-m, 32 Ib-ft)

SPINDLE NUT
24 x 1.5 mm
250 N'm (25.0 kg-m, 180 Ib-ft)
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12 x 1.25 mm /g’ Replace.
55 N-m (5.5 kg-m, 40 Ib-ft)

SELF-LOCKING BOLT
12 x 1.25 mm

85 N-m (8.5 kg-m, 61 lb-ft)\\\t\l
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12 x 1.25 mm
55 N-m (5.5 kg-m, 40 Ib-ft)

SELF-LOCKING NUT SELF-LOCKING NUT
12 x 1.25 mm . 12 x 1.25 mm
44 N-m (4.4 kg-m, 32 |b-ft} 65 N-m (6.5 kg-m, 47 Ib-ft)
Replace. Replace.
8 x 1.0 mm
33 N-m (3.3 kg-m 24 Ib-ft) 75 N-m (7.5 kg-m, 54 Ib-ft)
12 x 1.25 mm

78 N:m (7.8 kg-m, 56 Ib-ft)

CAUTION: The vehicle should be on the ground before any bolts or nuts connected to rubber mounts or bushings
are tightened.
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