Water Pump
— Replacement

]

NOTE: Use new gaskets and O-rings whenever re-

assembling.
THERMOVALVE
BLEED BOLT 15 N-m (1.5 kg-m,
10 x 1.25 mm 11 Ib-ft) min.
171 N-m (1.1 kg-m, 8 Ib-ft)
8 x 1.25 mm
22 N'm (2.2 kg-m,
16 Ib-ft)
O-RING
Replace

28.2 x 1.4 mm

WATER PUMP
INLET PIPE
O-RING
Replace

31.2x 4.1 mm 9

0O-RING
Replace
28.2 x 2.4 mm

6 x 1.0 mm: 7 BOLT
12N-m
(1.2 kg-m, 9 Ib-ft)

8 x 1.25 mm: 2 BOLT
22 N-m (2.2 kg-m,

16 Ib-ft}

Apply liquid gasket

to thread whenever WATER PUMP

instatling. Inspect for signs of
seal leakage or DOWEL
bearing deterioration. PIN DRAIN BOLT
NOTE: Small amount of 10 N-m (1.0 kg-m, 7 Ib-ft)

“‘weeping’’ from bleed
hole is normal.,

O-RING WATER PASSAGE
Replace
31.2x 4.1 mm

TEMPERATURE
GAUGE SENDER
9 N-m (0.9 kg-m,

7 lb-ft)

8 x 1.25 mm
22 N'm (2.2 kg-m,

,/ 16 Ib-ft)

5-61



