Cruise Control

— Component Location Index

SRS wire harness is routed near the cruise control related parts (SRS wire harness locations, page 16-117).

All SRS wire harness and connectors are colored yellow.
Do not use electrical test equipment on these circuit.

CAUTION: Be careful not to damage SRS wire harness when
servicing the cruise control system. CRUISE
: CONTROL INDICATOR LIGHT and
DIMMING CIRCUIT
" {in the gauge assembly)
MAIN SWITCH
IGNITION COIL - CABLE REEL

Test, page 16-80
Replacement, page 16-81

SPEED PULSER

(in the gauge assembily)
SHIFT POSITION

CONTROL UNIT
CONSOLE SWITCH

{Located under dash, driver’s side)
BRAKE LIGHT SWITCH

CLUTCH SWITCH

ACTUATOR

{Located under dash,

driver’s side) ACTUATOR CABLE

HORN RELAY
Test, page 16-76

VACUUM
RESERVOIR

<
Y — _SET/RESUME/CANCEL SWITCH

DASH RELAY HOLDER
VENT HOSE
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Cruise Control

— Circuit Diagram

IGNITION
UNDER-HOOD RELAY BOX sc;xlrcu
No.22 No.26
BATTERY (708)  (404) BAT
B WHT 0 0o
No.31
{(20A) BLK /YEL
f-—wm GRN WHT/GRN
/ / HORNS
WHT /GRN (Low) (HIGH) DASH FUSE BOX
CI Ar____._WHT/GRN
HORN No.13 No.14 LIGHTING
RELAY BLU/RED* (7.54) (7.5A) | SWITCH
ol_8 BLU/RED CABLE REEL
BLU/RED SUP RING BLK /RED RED /BLK
BLU/RED Spv /RESUME /CANCEL LIGHTING CRUISE
A SWITCH CONTROL
SWITCH g| MAIN SWITCH [A
PILOT
SET CANSEL ] RE SUME lp AT uear
oL ®
‘ YEL  RED/BLK &
! (0.91w) | (0.91w)
BLU/RED WHT /GRN 5 z 5
B c
LT GRN —
A c 8 c BLK RED
IGNITION
DIMMING
BRAKE CABLE  coiL 4
aent [P C; REEL CIRCUIT
SWITCH or CRUISE
(f SUP RING CONTROL DASHLIGHT
B |p 3 > INDICATOR | LT GRN BRIGHTNESS
CRY LIGHT (1.4W) CONTROL
UNIT
GAUGE
GRN/WHT GRN/WHT| LT GRN/RED LT GRN/BLK  BLU BLU/BLK SSEHELY
HORN )
swtcH | {1
BRAKE CRUISE .CONTROL UNIT
LIGHTS
YEL/RED BRN  cruis PNK
BRN/WHT CONTROL
D  ACTUATOR
VAcOUm TVeRT — 1sarery| /7B \M/T:CLUTCH SWITCH
I‘ A/T:SHIFT POSITION
SPEED CONSOLE SWITCH
PULSER (2. S, D)
B c A
BLK BLK BLK BLK  BLK
G403 6301 M/T :G401 G406 G701
G405 G302 G403
*:without SRS [ ]:RHD A/T :G701
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~ Troubleshooting

NOTE: The numbers in the table show the troubleshooting sequence.
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Cruise control can’t be 1 2 3 GolrlOG LT GRN
set. or BLK/RED
G701
Cruise control can be set,
but indicator light does 1 : BLU/BLK

not go on.

Cruise speed noticeably
higher or lower than 1
what was set.

Excessive overshooting
and/or undershooting 112 3
when trying to set speed.

Steady speed not held
even on a flat road with 113 2 4
cruise control set.

Car does not decelerate
or accelerate accordingly 113 2
when SET or RESUME
button is pushed.

Set speed not cancelled
when clutch pedal is 1 2
pushed. (M/T)

Set speed not cancelled
when shift lever is mov- 1 2
ed to N. (A/T)

Set speed not cancelled
when brake pedal is 1 213
pushed. \

Set speed not cancelled
when CANCEL button is 113 2
pushed.

Set speed not resumed
when RESUME button is
pushed {with main 113 2
switch on, but set speed
temporarily cancelled).
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Cruise Control
- Set/Resume/Cancel Switch Test

To avoid accidental deployment and possi-
ble injury always install the protective short connector
on the inflator connector when the harness is
disconnected.

1. Remove the dashboard lower panel.

2. Remove the steering wheel maintenance lid A, and
disconnect the cable reel harness and airbag
assembly 2-P connector. Connect the short con-
nector (Red) to the airbag connector.

SHORT
CONNECTOR
(RED)

CABLE REEL
CONNECTOR

SHORT

AIRBAG CONNECTOR CONNECTOR

3. Remove the steering column lower cover.
4. Disconnect the cable reel 5-P connector, and con-

nect the SRS test harness C to the cable reel
connector.

’ CABLE REEL

CABLE REEL
CONNECTOR

TEST HARNESS
CONNECTOR

SRS TEST
HARNESS C
07HAZ —SG00300

5. Check for continuity between the terminals of the
8-P test harness connector in each switch position
according to the table.

Terminal | No.3 No. 2 | No. 1
A (BLU (LTGRNJLTGRN
Position /RED /RED) | /BLK)
SET (ON) o (o]
RESUME (ON) o] o
CANCEL ON) | o—H{ " 1° -

® If the continuity check is OK, the SET/RESUME/
CANCEL switch is OK.

@ If there is no continuity in one or some switch
positions, go to step 6.
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6. Remove the cover from the SET/RESUME/CANCEL 7. Check for continuity between the terminals in each
switch, then remove the 2 screws and pull the switch position according to the table.
switch out of the steering wheel.

Terminal
A or A’ B C
Position
SET/RESUME/CANCEL SET (ON) O o
SWITCH RESUME (ON) 5
% ) CANCEL (ON) O——{ O o
J
COVER 3

@ If there is no continuity in one or some switch
positions, replace the SET/RESUME/CANCEL

switch.

® If the continuity check is OK, replace the cable
reel (see section 11).
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