Doors

r Disassembly

1. Remove the inside door handle trim plate cap.

2. Remove the trim plate screws, then carefully
remove the trim plate.

TRIM PLATE

TRIM PLATE CAP

3. Remove the armrest screw and 6 door panel
screws, then pry apart the door panel clips. Lift the
door panel straight up off the sill, and disconnect
the courtesy light and power window wires.

NOTE: The armrest and courtesy light are removed
with the door panel.

Door Panel
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DOOR PANEL

.5.  Remove the retainer, then remove the trunk lid
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4. Remove the armrest, door pocket, power window
switch, and courtesy light, from the door panel as
required.

opener switch.

POWER WINDOW SWITCH

ARMREST
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OPENER SWITCH

DOOR PANEL TRIM
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Doors

— Disassembly (cont’d)

6. Remove the screws, then remove the power window
controller, speaker and door panel bracket.

7. Carefully remove the plastic cover.

PLASTIC COVER

POWER WINDOW
CONTROLLER

SPEAKER

DOOR PANEL
BRACKET

8. Remove the 3 screws, disconnect the connector
and the latch rod, then remove the inside door
handle.

NOTE: The connector is attached to the door with
a clip, so press the clip protrusions together from
the rear and push the connector out.

INSIDE DOOR HANDLE

9. Remove the 2 screws, disconnect the rod, then
remove the front crank assembly.

FRONT CRANK ASSEMBLY

10. Remove the nut and loosen the bolt, disconnect the
rods, then remove the inside crank.

& INSIDE CRANK

ROD
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11. Use protective tape around the edge of the door
handle to prevent scratching the paint.

PROTECTIVE TAPE

12. Re-connect the window switch or a 12V battery to
operate the window regulator.

13. Roll up the window fully.

14. Disconnect the outside door handle coupler and
latch assembly coupler.

15. Pry the door handle latch rod out of its joint using a
flat screwdriver,

16. Remove the 2 bolts, then remove the outside door
handle.

OUTSIDE DOOR HANDLE

17. Remove the screws and take the latch assembly
off the door, then push the latch assembly and rod
inside the door.

LATCH ASSEMBLY

18. Open the window fully.

19. First remove the weatherstrip retaining screw and
clips, then pull off the weatherstrip.

20. Remove the outer molding mounting screw.

OUTER MOLDING MOUNTING
SCREW

CLIPS

DOOR LOWER
WEATHERSTRIP

{cont’d)
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Doors
— Disassembly (cont’d)

21. Remove the door mirror (page 14-14).

Remove the screw and clips, then remove the outer

molding.
-~ e
CLIP “\ &

OUTER MOLDING
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STABILIZER

22. Remove the nuts then remove the stopper plates.

NOTE: Scribe a line across the nuts and door to en-
sure original adjustment.

STOPPER PLATES

23. Remove the 2 bolts and adjuster lock nut, then
remove the front sash.

NOTE: Hold the adjuster with a screwdriver when
removing the lock nut.

FRONT SASH

MOUNTING BOLTS

LOCK NUT

ADJUSTER
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24. Carefully lower the window until you can see its
mounting nuts, then loosen the nuts. Puil the win-
dow out through the window slot.

//
GLASS MOUNTING NUTS
25. Remove the 7 mounting bolts and loosen the 2

motor bolts, then take out the regulator assembly
through the center hole in the door.

REGULATOR MOUNTING BOLT
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MOUNTING BOLT

26. Remove the mounting nuts and adjuster lock nuts,
then remove the front and rear glass guides.

NOTE:

® Hold the adjusters with a screwdriver when re-
moving the lock nuts.

® Scribe aline across the upper mounting nuts and
door to ensure original adjustment.

FRONT GLASS GUIDE

MOUNTING NUT

MOUNTING NUT

LOCK NUTS

S GUIDE
REAR GLASS G ADJUSTER
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