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CAUTION:

® The radius rod bushings can easily be incorrectly installed; the thick radius rod bushing should be installed in the
front position.

©® R or L mark is stamped on the rear end of the radius arm to prevent incorrect installation.

SNAP RING

BALL JOINT BOOT CLIP INSTALLATION GUIDE

07974 —-SA50800

RADIUS ROD WASHER

Replace.
NOTE: To remove the washer, first
loosen the self-locking nut, then loosen
the washer from the bushing by lightly
tapping it around with a hammer and a
drift. After making sure that the washer
is loose, remove the washer and nut.

RADIUS ROD BUSHING
Install thicker bushing
SELF-LOCKING NUT in this position
44 N-m (4.4 kg-m, Check for deterioration
39 Ib-ft) or damage.
Replace.
0]

9
SELF-LOCKING NUT
65 Nem (6.5 kg-m,
47 tb-ft)
Replace.

UPPER ARM ASSEMBLY
Inspect for fautly movement
of ball joint.

STABILIZER
Check for bending or
damage.

v

STABILIZER BUSHING

damage.

v SILICONE GREASE
8 x 1.25 mm

RADIUS ROD BUSHING
BUSHING Check for deterioration or
Check for damage. /‘\ damage.

RADIUS ROD

SILICONE GREASE
Check for damage.

STABILIZER LINKAGE
Inspect for fauity movement
of ball joint.

LOWER ARM
Check for dam

BUSHING
Check for deterioration or
damage.

SILICONE GREASE

12-15

Check for deterioration or

22 N-m (2.2 kg-m, 16 Ib-ft)



