Engine Lubrication

lllustrated Index

NOTE:
® Use new O-rings whenever reassembling.

® Apply oil to O-rings before installation, OIL CONTROL JET

Use 6 x 1.0 mm bolt whenever
O-RING removing oil control jet.

Replace
OIL PUMP
lllustrated index, page 5-73
Inspection, page 5-74 Q‘
Apply liquid gasket to Psd \
mating surface of engine block.
O-RING
6 x1.0mm A Replace
12 Nem (1.2 kg-m, 9 b-ft) \ (@)
O \ Q
A)

O-RING \/\ Q
Replace A

WATER PASS PIPE

8 x 1.25 mm
22 N-m (2.2 kg-m,
16 Ib-ft)

ENGINE OIL
COOLER

OIL LEVEL SWITCH
(EC model only)

OIL PRESSURE Test, section 16

SWITCH Replace

14 x 1.5 mm

22 Nem (2.2 kg-m, 20 N-m (2.0 kg-m, 14 Ib-ft}

OIL FILTER BASE
16 ib-ft)

lllustrated Index,
page 5-77

OIL FILTER

22 N-m (2.2 kg-m,
16 Ib-ft) SCREEN

Replacement, page 5-72

Replace every 10,000 km 6 x 1.0 mm
(6,000 miles) or 6 months. 12 Nem

Tighten according to (1.2 kg-m, 9 Ib-ft)
instructions on filter.

OIL PAN GASKET
Replace

OIL PAN

DRAIN PLUG
20 x 1.5 mm 6 x 1.0 mm
45 Nem (4.5 kg-m, 33 Ib-ft)y WASHER 14 N+m (1.4 kg-m, 10 Ib-ft)

Replace

5-70



