- Installation (cont’d)

4,

Install the solenoid adjust springs on the modulator
body.

Install the solenoid valves and set plate and secure
with the hexagonal socket screws.

Install the solenoid cover and solenoid head.
Install the reservoir tank.
Install the tank filter.

Connect the low pressure hose.

4 N.m (0.4 kg-m, 3 Ib-ft)

18 Nem (1.8 kg-m, 13 Ib-ft)

Set the wire here and
install securely.
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Piston
— Removal

1.
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Remove the modulator heads.

g MODULATOR

Insert the driver into the spring, pry off the piston
assembly until it lifts up slightly and pull out the
lock nut with a pair of pliers.

CAUTION:

® Set the washer between the driver and

modulator body to prevent damage to the body.
® Be careful not to damage the piston sleeve.
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Piston

— Installation

1. Apply rubber grease to the shaded sections of the
piston assembly, shown in the drawing below.
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2. Adjust so that the brake fluid fiows into the piston
mounting hole in the modulator body.

BRAKE FLUID

3. Set the piston assembly in the piston mounting
hole in the modulator body and push down on the
piston.

4. Push on the piston about 5 times until no bubbles
come out of the solenoid side.

5. Install the modulator springs.

6. Install the solenoid heads with care not to pinch the
O-rings.

15 N-m (1.5 kg-m, 11 Ib-ft} 22 N.m (2.2 kg-m, 16 Ib-ft)

O-RING
Do not forget
to install.
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