— Inspection

INNER SEAL
Replace.

INTERMEDIATE SHAFT

INTERMEDIATE SHAFT BEARING
Replace.

40 mm EXTERNAL
CIRCLIP

68 mm
INTERNAL
CIRCLIP

BEARING SUPPORT
Check for cracks.

HEAT SHIELD

8 x 1.25 mm
22 N*m
(2.2 kg-m, 16 Ib-ft)

OUTER SEAL
Replace.

6 x 1.0 mm
10 N+m {1.0 kg-m, 7 Ib-ft)

— Reassembly

1. Press the intermediate shaft bearing into the bear-

ing support.
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2. Seat the 68 mm circlip in the groove of the bearing
support.

CAUTION: Install the circlip with the tapered end
facing out.

3. Press the intermediate shaft inner seal into the
bearing support.
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(cont’d)
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Intermediate Shaft

B Reassembly (cont’d)

4. Press the intermediate shaft into the shaft bearing.

INTERMEDIATE
SHAFT

SUPPORT COLLAR
07965—SD90200
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5. Seat the 40 mm external circlip in the groove of the
intermediate shaft.

CAUTION: Install the circlip with the tapered end
facing out.

6. Press the outer seal into the bearing support.
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OUTER SEAL

CIRCLIP

7.

8.

Install the heat shield on the bearing support.

10 N°m (1.0 kg-m, 7 ib-ft)

Install the intermediate shaft into the differencial to
prevent damage the differencial oil seal.

10 x 1.25 mm
39 N'm (3.9 kg-m, 28 Ib-ft)

10-10




