Engine Block"

lHustrated Index

NOTE:
® Lubricate all internal parts with engine oil during reassembly.
® Use Honda Genuine liquid gasket, PART NO. O0Y740—99986.
OIL PAN

6 x 1.0 mm

14 N-m (1.4 kg-m, 10 Ib-f) — —

OiL PAN GASKET
Replace

{

14 x 1.5 mm
20 N°m (2.0 kg-m, 14 Ib-ft}

@ 11 x 1.25 mm

57 Nem

(5.7 kg-m, 41 ib-ft)

Apply engine oil to the bolt

threads and the washers.

NOTE: After torquing

each cap, turn crankshaft

to check for binding.

@ 9x 1.25 mm
40 N-m (4.0 kg-m, 29 Ib-ft)
Apply engine oil to the
bolt threads and the washers.

6 x 1.0 mm :
12 Nem (1.2 kg-m, 9 Ib-ft) ~—___

OIL LEVEL SWITCH
(Standard for some types)

6 x 1.0 mm

12 Nem (1.2 kg-m,
9 Ib-f) T~

O-RING
Replace

N\

BAFFLE PLATE

a4

BEARING CAP
BRIDGE =7 » OiL PASS PIPE JOINT
AUTOMATIC TRANSMISSION £3) PR OIL PASS PIPE
DRIVE PLATE s Ny O-RING
Check for cracks. Replace CRANKSHAFT
@,
12 x 1.0 mm ‘ »

75 N-m (7.5 kg-m, 54 Ib-ft)

7 MAIN BEARINGS
NOTE: New main bearings
must be selected by matching
crank and block identification
markings.

SPECIAL WASHER —» ¢4
MANUAL TRANSMISSION

FLYWHEEL.- \ ¥

12 x 1.0 mm
105 N-m {10.5 kg-m, 76 Ib-ft)

THRUST WASHERS

Grooved sides face outward.
NOTE: Thrust washer thickness
is fixed and must not be changed
by grinding or shimming.

oiL : /j
DEFLECTORS &%/ Qﬂ | § 6 x 1.0 mm
o 12 Nem (1.2 kg-m, 9 Ib-ft}

CRANK SEAL —___ |
Replace

6 x 1.0 mm -
12 N-m (1.2 kg-m, N \/
9 Ib-ft) B\
Replace o ggaL CASE

Apply liquid gasket
to mating surface.

OIL SCREEN

O-RING
Replace

!,

8 x 1.25 mm
22 N+m (2.2 kg-m, 16 Ib-ft)
Replace

Z

%

3 10 x 1.25 mm
iz;;: r:;.& l:)?'rtr; t:::se 1b-f1) Apply liquid gasket g::;:c,; SEAL
ting surface.
bolt threads and the washers. 1o mating

6 x 1.0 mm
12 N'm (1.2 kg-m, 9 Ib-ft}
Replace ’
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