STEERING COLUMN SWITCHES

Article Text
1993 Honda Prelude

For Cadi Centre Nsk CA 95051
Copyright © 1998 Mitchell Repair Information Company, LLC
Sunday, July 08, 2001 11:36AM

ARTICLE BEGINNING

1993 ACCESSORI ES & EQUI PMENT
Honda Steering Colum Switches

Pr el ude

AIR BAG WARNING

WARNI NG: Before perform ng ANY tests or repairs on steering columm
swi t ches, Suppl enental Restraint System (SRS) MJUST be
di sabl ed. See DI SABLI NG & ACTI VATI NG Al R BAG SYSTEM
Acci dental air bag deploynment could cause serious bodily
injury.

DISABLING & ACTIVATING AIR BAG SYSTEM

NOTE: Sone nodels are equi pped with stereo theft protection system
Techni ci an should obtain 5-digit security code before
di sconnecting battery cabl e.

DISABLING AIR BAG

Di sconnect both battery cables. Renpve nmi ntenance |id from
bottom rear of steering wheel. Renove Red short connector, |ocated on
i nsi de of mmi ntenance |id. Disconnect connector between air bag and
cabl e reel. Connect Red short connector to air bag side of connector.
See Fig. 1

ACTIVATING AIR BAG

1) To activate SRS, renpve Red short connector fromair bag
si de of connector and reconnect the connector between air bag and
cabl e reel.

2) Return Red short connector to storage |ocation on inside
of maintenance lid. Install maintenance |lid on back of steering wheel.

3) Reconnect battery cables. Check AIR BAG indicator light to
ensure systemis functioning properly.
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Fig. 1: Connecting Red Short Connector To Air Bag Connect or
Courtesy of American Honda Motor Co., Inc.
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TESTING

COMBINATION SWITCH

Di sabl e air bag system See DI SABLI NG & ACTI VATI NG Al R BAG
SYSTEM Renove instrunment cluster |ower trim panel. Di sconnect
conmbi nation switch 5-pin and 20-pin connectors. Wth conbi nation
switch in indicated positions, check continuity between specified



switch connector termnals. SeeFig. 2.
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Fig. 2: Testing Headlight/Turn Signal Switch
Courtesy of American Honda Motor Co., Inc.

HAZARD WARNING SWITCH

Renmove center console trimpanel. Renove retaining screw from
switch. Slowy rotate switch cl ockwi se and renove from consol e.
Di sconnect 6-pin connector. Wth hazard switch in specified position,
use an ohmeter to check continuity between switch term nals. See
Fig. 3. If continuity is not as specified, replace hazard warning
switch.
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Fig. 3: Testing Hazard Warning Switch
Courtesy of American Honda Motor Co., Inc.

HORN SWITCH

1) Disable air bag system See DI SABLI NG & ACTI VATI NG Al R BAG
SYSTEM Di sconnect cable reel and main harness 6-pin connector
Connect SRS Test Harness "C' (07LAZ-SL40300) to cable reel side of 6-
pi n connector. Using an ohmreter, check for continuity between test
harness term nal No. 3 and ground with the horn switch depressed.
Continuity shoul d exist.

2) If continuity exists, switch is okay. If continuity does
not exist, renove air bag assenbly using T30 TORX screwdriver to
renove retaining screws. Renobve air bag assenbly and pl ace on
wor kbench with pad surface facing up.

WARNI NG Pad surface MUST face up. If air bag is stored face down,
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cause serious bodily injury.

3) Wth horn switch depressed, check for continuity between
horn positive cable and steering colum shaft. SeeFig. 4. Continuity
should exist. If no continuity exists, replace horn swtch.
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Fig. 4: Testing Horn Switch (Typical)

Courtesy of American Honda Motor Co., Inc.

IGNITION SWITCH

Di sabl e air bag system See DI SABLI NG & ACTI VATI NG Al R BAG
SYSTEM Di sconnect 5-pin connector from dash fuse bl ock. Di sconnect 3-
pin connector frommain wiring harness. Wth ignition switch in
i ndi cat ed positions, check continuity between specified switch
term nals. See Fig. 5.
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IGNITION SWITCH CONTINUITY
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Fig. 5: Testing Ignition Switch
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WIPER SWITCH

Renove instrument cluster |lower trim panel. Di sconnect
steering columm 10-pin connector. Check continuity between specified
switch connector terminals with w per/washer switch in indicated
positions. See Fig. 6. If continuity is not as specified, replace
wi per/washer sw tch.
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Fig. 6: Testing Wper/Washer Switch

Courtesy of American Honda Motor Co., Inc.

REMOVAL & INSTALLATION
STEERING WHEEL & HORN PAD

Removal & Installation

1) Di sconnect negative battery cable. Disable air bag system
See DI SABLI NG & ACTI VATI NG Al R BAG SYSTEM To renove air bag assenbly,
renmove 2 Torx bolts using a T30 bit.

WARNI NG Pl ace air bag assenbly on wor kbench. Pad surface MJST face
up. If air bag is stored face down, accidental depl oynent
coul d propel assenbly sufficiently to cause serious bodily
injury.
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2) Renpve steering wheel nut. SeeFig. 7. Using a slight
si de-to-side notion, renove steering wheel assenbly by pulling outward
by hand. To install, reverse renpval procedure.
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Fig. 7: Exploded View O Steering Wieel Assenbly (Typical)

Courtesy of American Honda Mt or Co.

CAUTI ON: DO NOT install an air bag assenbly that is dented, cracked
or shows signs of having been dropped.

COMBINATION SWITCH

NOTE: Sonme nodel s are equipped with stereo theft protection system
Techni ci an should obtain 5-digit security code before
di sconnecting battery cable.

Removal & Installation

1) Before proceeding, disable SRS. See DI SABLI NG & ACTI VATI NG
Al R BAG SYSTEM Ensure front wheels are facing in straight-ahead
position.

2) Cable reel is located under steering wheel, in upper
steering colum. See Fig. 8. Renobve dashboard | ower cover and knee
bol ster. Renopve air duct. Disconnect cable reel connector from SRS
mai n harness at base of steering columm and renpve connector hol der

3) Renpve air bag assenbly from steering wheel. See STEERI NG
WHEEL & HORN PAD. Di sconnect connectors from horn and crui se control
swi tches. Renpve steering wheel nut. Mark steering wheel -to-shaft
position, and renove steering wheel. Renove upper and | ower columm
covers. Disconnect conbination switch connectors. Renpve canceling
sl eeve, cable reel and combination switch. SeeFig. 9.

4) To install, reverse renoval procedure. Before installing
steering wheel, center cable reel by rotating it clockw se until it
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shoul d face up and | ow gear tooth should be aligned with mark. See



Fig. 8.
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Fig. 8: Locating Cable Reel Ali
Courtesy of American Honda Mot or
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IGNITION SWITCH (M/T)

Removal & Installation

1) Disable air bag system See DI SABLI NG & ACTI VATI NG Al R BAG
SYSTEM Renopve steering wheel. See STEERI NG WHEEL & HORN PAD. Renobve
steering colum covers. Disconnect 5-pin connector from dash fuse box
and 3-pin connector frommin wire harness.

2) Insert ignition key and turn switch to "0" position.
Renmove 2 ignition switch nounting screws, and renove ignition swtch.
To install, reverse renpval procedure

STEERING LOCK ASSEMBLY (A/T)

Removal & Installation

1) Disable air bag system See DI SABLI NG & ACTI VATI NG Al R BAG
SYSTEM Renpve steering wheel. See STEERI NG WHEEL & HORN PAD. Renove
instrument cluster |lower trimpanel. Renove |eft knee bol ster and ki ck
panel . Renpve steering colum covers.

2) Center punch 2 shear bolts holding | ock assenbly. Drill
of f heads of shear bolts, and renove shear bolts from | ock assenbly.
Renmove | ock assenbly. Install new | ock assenbly w thout key inserted.
Loosely install new shear bolts. Ensure projection on ignition switch
is aligned with hole in steering colum.

3) Insert ignition key, and check for proper operation of
steering wheel lock and freely turning ignition key. Tighten shear
bolts until hex heads twi st off. To conplete installation, reverse
renoval procedure.

WIPER SWITCH

Removal & Installation

Di sabl e air bag system See DI SABLI NG & ACTI VATI NG Al R BAG
SYSTEM Renove dash |lower trimcover and knee bol ster. Renbve steering
columm covers. Di sconnect w per/washer switch 8-pin connector. Renpve
2 screws and wi per/washer switch. To install, reverse renpbva
pr ocedure.

TORQUE SPECIFICATIONS

TORQUE SPECI FI CATI ONS TABLE
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Appl i cation Ft. Lbs (N.m

Steering Wheel Nut........... ... ... .. . .. . . .. . .. . .. ... 37 (50)

| NCH

Lbs, (N.
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Air Bag Assenbly Torx Bolts ...................... 89 (10)
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