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ARTICLE BEGINNING

GENERAL | NFORMATI ON
Anti -Lock Brake Safety Precautions

* PLEASE READ THIS FIRST *

This article is intended for general information purposes
only. This information may not apply to all nekes and nodels. If
vehicle is equipped with Anti-Lock Brake System (ABS), refer to
appropriate ANTI-LOCK BRAKE SYSTEM article in the BRAKES section for
description, operation, depressurizing, testing, system bl eeding,

t roubl e shooting and servicing of specific system

WARNI NG Failure to depressurize ABS could | ead to physical injury.

ANTI-LOCK BRAKE SAFETY PRECAUTIONS
WARNI NG Failure to depressurize ABS could | ead to physical injury.

* NEVER open a bl eeder valve or | oosen a hydraulic |line
while ABS is pressurized.

* NEVER di sconnect or reconnect any el ectrical connectors
while ignition is on. Danage to ABS control unit nmay result.

* DO NOT attenmpt to bl eed hyudarulic system wi thout first
referring to the appropriate ANTI-LOCK BRAKE SYSTEM article
in the BRAKES secti on.

* Only use specially designed brake hoses/|ines on ABS equi pped
vehi cl es.

* DO NOT tap on speed sensor conponents (sensor, sensor rings).
Sensor rings must be pressed into hubs, NOT hanmered into
hubs. Striking these conponents can cause denmgneti zati on or
a |l oss of polarization, affecting the accuracy of the speed
signal returning to the ABS control wunit.

* DO NOT mx tire sizes. Increasing the width, as long as tires
remain close to the original dianmeter, is acceptable. Rolling
di aneter nust be identical for all 4 tires. Sone
manuf acturers recommend tires of the same brand, style and
type. Failure to follow this precaution may cause inaccurate
wheel speed readi ngs.

* DO NOT contam nate speed sensor conmponents with grease. Only
use recomended coating, when systemcalls for an
anti-corrosion coating.

* \When speed sensor conponents have been renoved, ALWAYS check
sensor-to-ring air gaps when applicable. These specifications
can be found in each appropriate article.

* ONLY use rocommended brake fluids. DO NOT use silicone brake



fluids in an ABS equi pped vehicle.

* When instlling transmttion devices (CB s, tel ephones, etc.)
on ABS equi pped vehicles, DO NOT | ocate the antenna near the
ABS control unit (or any control unit).

* Disconnect all on-board conputers, when using electric
wel di ng equi prent .

* DO NOT expose the ABS control unit to prolonged periods of
hi gh heat (185 oF/ 850C for 2 hours is generally considered a
maxi mum limt).
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