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ARTICLE BEGINNING

1993 ACCESSORI ES & EQUI PMENT
Honda Power W ndows

Pr el ude

DESCRIPTION & OPERATION

A permanent magnet notor operates each of the power w ndows.
The driver's master switch assenbly controls all of the power w ndow
nmot ors. The passenger's wi ndow switch controls only the passenger's
power wi ndow notor. If the main switch is in OFF position, only
driver's wi ndow nmay be operated. Passenger's w ndow cannot be
controll ed by passenger's wi ndow switch, but can still be controlled
fromdriver's master swtch.

Power wi ndows may be operated for about 10 mi nutes after
ignition switch is turned fromthe "I1" (ON) position to the "I"
(ACCESSORY) or "0" (OFF/ LOCK) positions. Tinme delay function is
operative as long as neither front door has been opened.

AUTO node permits driver's window to be fully | owered or
rai sed without holding switch until w ndow has reached the end of its
travel. Moving switch past its first stop will engage AUTO node. AUTO
nmode is controlled by a pulser integrated in driver's w ndow notor
assenbly. Pul ser cannot be serviced separately.

Power wi ndow control unit is integrated in power w ndow
master control switch. Control unit is not serviced separately.

TROUBLE SHOOTING

WARNI NG Al l nodel s are equi pped with Suppl enmental Restraint System
(SRS). SRS wiring harness is routed close to instrunent
cluster, steering wheel, and related conponents. Al SRS
W ring harnesses are covered by Yell ow outer insulation. DO
NOT use electrical test equipnent on these circuits. Before
wor ki ng on steering columm conponents, disable air bag
system See Al R BAG RESTRAI NT SYSTEMarticle in the
ACCESSORI ES/ SAFETY EQUI PMENT secti on.

NOTE: Ensure all conponent term nals and ground connections are
clean and tight. Check possible faults in order |isted.
Repair or replace conponents and circuits as necessary.

Al W ndows | noperative

Bl owmn fuse No. 37 in dash fuse box. Power w ndow relay. Key-
off timer circuit in integrated control unit. Open in G een/Bl ack
wre.



Driver's Wndow i noperative

Bl owmn fuse No. 15 in dash fuse box. Faulty driver's w ndow
motor. Faulty wi ndow regul ator. Master switch input. Open in
Wi t e/ Bl ack wire.

Driver' Wndow | noperative In AUTO
Faulty master switch. Faulty pulser (in driver's w ndow
motor). Master switch input. Open in Blue wre.

Passenger's W ndow | noperative

Bl owmn fuse No. 16 in dash fuse box. Faulty power w ndow
master switch. Faulty passenger's switch. Faulty passenger's w ndow
motor. Faulty wi ndow regulator. Open in Blue/Black wre.

Al W ndows | noperative Wthin 10 Mnutes OF Ignition Switch

Turned O f

Bl own fuse No. 37 in dash fuse box. Faulty door sw tches.
Faulty key-off timer circuit in integrated control unit.

TESTING
MOTOR TEST

Driver's W ndow Mtor Test

Renove door panel. Unplug 4-pin connector from notor. Using
junmper wires, connect termnals No. 3 and 4 to battery voltage and
ground. See Fig. 1. Check for notor operation. Reverse junper wres
and retest. Replace notor if it does not operation in both directions.

Passenger's W ndow Mot or Test

Renove door panel. Unplug 2-pin connector fromnotor. Using
junmper wires, connect connector termnals to battery voltage and
ground. See Fig. 1. Check for notor operation. Reverse junper wres
and retest. Replace notor if it does not operation in both directions.

CLTLT

MASTER SWITCH

1 2

PASSENGER'S SWITCH
93082514

Fig. 1. Power Wndow Mtor Connector Termnal ID
Courtesy of American Honda Motor Co., Inc.
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PULSER TEST (DRIVER'S WINDOW MOTOR)

NOTE: Pul ser is integral part of driver's w ndow notor assenbly.
If pulser is defective, notor assenbly nust be repl aced.

Connect test |eads of anal og ohmmeter to notor connector
termnals No. 1 and 2. Using junper wires, connect termnals No. 3 and
4 to battery voltage and ground. SeeFig. 1. If ohmreter needl e does
not alternately nove back and forth while notor is operating, replace
not or .

SWITCH INPUTS TEST

NOTE: Some wires have been assigned a superscript to distinguish
them fromother wires of the same color. For exanple, the
Yel |l ow Green(1l) wire is not the same as the Yell ow G een (2)
W re.

Turn ignition off. Renobve driver's door panel. Unplug
connectors frommaster switch. Using a DVOM perform appropriate
switch input tests inFig. 2. If all input test results are okay,

i nspect connector and term nals for damage and proper fit. If
connector is okay and power wi ndows still malfunction, replace naster
switch.
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L
HEDNEL/}L7/

RED/BLU

NOTE: Numbers 1 through 5 refer to test number,
not terminal numbers.

Test condition

Test: Desirad result

BLK! BLU/BLK

M
1T

BLK?

BLU/YEL
WHT/BLK BLU

VIEW FROM WIRE SIDE

Possible cause if result is not obtained

/ TL\L‘]\ BLU/GRN

Under all conditions.

Check for continuity to ground:
There shouid be continuity.

* Poor ground
+ An open in the wire.

Ignition switch ON.

Check for voltage to ground:
There shouid be battery
voltage.

* Blown No. 15 or 16 (20 A) fuse.
{In the under-dash fuse/relay box)

* Faulty power window relay.

* An cpen in the wirs.

Connect the WHT/
BLK terminal to the
RED/8LU terminal,
and the RED/YEL ter-
minal to the BLK ter-
minal, then turn the
ignition switch ON.

Check the driver’'s window
motor: It should run.

* Faulty driver's window motor.
* An open in the wire.

Connect the BLU/BLK
terminal to the BLW/
GRN terminal, and the
BLU/YEL terminal to
the BLK terminal,
then turn the ignition
switch ON.

Check the passenger’'s window
mator: It should run.

» Faulty passenger's window motor.
» Faulty passenger’'s window switch.
« An open in the wire.

Connect the WHT/
BLK terminail to the
RED/YEL terminal,
and the BLK? terminal
to the RED/BLU ter-
minal, then turn the
ignition switch ON.

Connect an analog ohmmeter
to the BLU and BLK? terminals:
The meter needle should move
back and forth as the driver's
window motor runs,

+ Fauity pulser.
« Faulty driver’s window motor.
« An open in the wire.

No. Terminal
1 BLK!
2 | WHT/BLK
BLU/BLK
3 | RED/BLU
and
RED/YEL
4 | BLU/YEL
and
BLU/GRN
POWER WINI
5 BLU
and
BLK?
93F82540

Fig. 2:

Switch I nput

Test

Courtesy of American Honda Mot or

SWITCH TEST

MASTER SWITCH TEST

Renmove power w ndow mast er
REMOVAL & | NSTALLATI ON. Usi ng an ohmret er,

SW TCH under

(Prel ude)
Co. ,

I nc.

swi t ch.

See MASTER POVWER W NDOW

check

resi stance of switch termnals with switch in indicated positions. |f
continuity is not as specified,
W NDOW MASTER SW TCH CONTI NUI TY TEST t abl e.

repl ace switch.

SeeFig. 3. See PONER



Driver's Switch Passenger’'s Switck

Door Handle Panel\////_ J
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Main Switch

Master Power
Window Switch

s
)
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_ 93E82507. _ _
Fig. 3: Power Wndow Switch Term nal ID

Courtesy of American Honda Motor Co., Inc.

POVER W NDOW MASTER SW TCH CONTI NUI TY TEST TABLE

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Posi ti on Main Switch Pin Continuity
Driver' Switch
Of (L ... "B, "E'" & "F"
Up o (L) ..o "F* & "G
Down ................... (L) ..o "E" & "G
Down (AUTO ............ (L) ..o "E' & "G
Passenger's Switch
Of . On ........... A, M1 &I
of o 1t& "I
Up [© o I "D & "I, "AY & "J"
of o "D & "I"
Down ................... [© o I AT & "I, "D & "I
of o "D' & "J"

(1) - Main switch position does not affect driver's switch
operati on.

PASSENGER'S WINDOW SWITCH TEST

Renmove power wi ndow switch. See PASSENGER S POAER W NDOW
SW _TCH under REI\/_D\/AL & INSTALLAT! ON. U_si ng an phrrrreter, chef:k_
PERVERARMEDOIVS Wirti R Tk TTh Nyt Soanidda PréiddeRor dadi BEFEAUSKE R 9S5Tst ERHFht ol1d9s Mitchell

continuity Is not as specifi'ed, replace switch. SeeFig. 4. See PONER



W NDOW PASSENGER S SW TCH CONTI NUI TY TEST t abl e.

AT BTG D E
CIVIC SEDAN,
CIvIC DEL SOL & PRELUDE

93146258

Fig. 4: Power Wndow Passenger's Switch Term nal |ID (Typical)
Courtesy of American Honda Motor Co., Inc.

POVER W NDOW PASSENGER S SW TCH CONTI NUI TY TEST TABLE

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

Switch Position Continuity
OFf "B" & "C'; "D' & "E"
UD o "A" & "D
DOV "A" & "B"

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

POWER WINDOW RELAY TEST

Renmove power wi ndow relay from underhood fuse/relay box.
Using junper wires, connect termnals "C' and "D' to battery voltage
and ground. See Fig. 5. |If continuity does not exist between termnals
"A" and "B", replace rel ay.

93EB2515

Fig. 5: Power Wndow Relay Term nal ID
Courtesy of American Honda Motor Co., Inc.
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REMOVAL & INSTALLATION
WINDOW MOTOR

Renmoval and installation procedures are not available from
manuf act urer.

POWER WINDOW SWITCH
Removal & Installation
Renmove switch nmounting screw. Di sconnect wiring harness

connector and renpove switch assenbly. To install, reverse renoval
pr ocedure.

WIRING DIAGRAMS

For circuit information, see appropriate wiring diagramin
the WRI NG DI AGRAMS sect i on.

END OF ARTICLE
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