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ARTICLE BEGINNING

GENERAL | NFORMATI ON
Conput er Rel earn Procedures

Al Mdel s

* PLEASE READ THIS FIRST *

The follow ng general procedures are to be used if
driveability problens are encountered after power |oss or battery has
been di sconnected. These procedures nay provide an aid in elininating
t hese probl ens.

To reduce the possibility of conplaints, after any service
whi ch requires battery power to be disconnected, vehicle should be
road tested.

COMPUTER RELEARN PROCEDURES

Vehi cl es equi pped with engi ne or transm ssion conputers my
require a relearn procedure after vehicle battery is di sconnected.
Many vehicle conputers menorize and store vehicle operation patterns
for optinmumdriveability and performance. \Wen vehicle battery is
di sconnected, this nmenory is lost. The conputer will use default data
until new data from each key start is stored. As conputer menorizes
vehi cl e operation for each new key start, driveability is restored.
Vehi cl e conmputers nmay nmenorize vehicles operation patterns for 40 of
nmore key starts.

Custoners often conplain of driveability problens during
rel earn stage because vehicle acts differently then before being
servi ced. Depending on type and nake of vehicle and how it is
equi pped, the follow ng conplaints (driveability problenms) may exist:

Harsh Or Poor Shift Quality
Rough Or Unstable Idle
Hesitation Or Stunble

Rich Or Lean Runni ng

Poor Fuel M I eage
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These synptons and conpl ai nts shoul d di sappear after a nunber
of drive cycles have been nenorized. To reduce the possibility of
conplaints, after any service which requires battery power to be
di sconnected, vehicle should be road tested. If a specific relearn
procedure is not avail able, the follow ng procedure nay be used:

Aut omati c Transm ssi on



* Set parking brake, start engine in "P" or "N' position.
Warm up vehicle to normal operating tenperature or until
cooling fan cycl es.

* Allow vehicle to idle for one minute in "N' position. Select
"D' and allow engine to idle for one mnute.

* Accelerate at normal throttle position (20-50% until vehicle
shifts into top gear
Cruise at light to mediumthrottle.
Decelerate to a stop, allowing vehicle to downshift, and use
brakes normally.

* Process may be repeated as necessary.

Manual Transm ssi on

Pl ace transm ssion in Neutral position

Ensure enmergency brake has been set and all accessories

are turned off.

Start engine and bring to normal operating tenperature.

Al l ow vehicle to idle in Neutral for one m nute.

Initial relearn is conplete: process will be conpleted during
normal drivi ng.

Sone manufacturers identify a specific relearn procedure
which will help establish suitable driveability during relearn stage.
These procedures are especially inportant if vehicle is equi pped with
and electronically controlled automatic transm ssion or transaxle.

Al ways conpl ete procedure before returning vehicle to custoner.
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