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ARTICLE BEGINNING

1993 ENG NE PERFORMANCE
Honda Renpval, Overhaul & Install ation

Accord, Civic, Civic Del Sol, Prelude

INTRODUCTION

Renmoval , overhaul and installation procedures (when given by
manuf acturer) are covered in this article. If conponent renoval and
installation is primarily an unbolt and bolt-on procedure, only a
torque specification may be furnished.

IGNITION SYSTEM
DISTRIBUTOR

Removal & Installation

Di sconnect 2-pin and 8-pin connectors from distributor.
Di sconnect spark plug wires and coil wire fromdistributor cap. Renove
di stri butor hol d-down bolts. Renpve distributor fromcylinder head. To
install, coat NEW"O' ring with engine oil and put into place. To
conplete installation, reverse renoval procedure. Set timng to
specification. See D - ADJUSTMENTS article.

NOTE: Lugs on distributor shaft and nmating grooves in canshaft end
are offset to elimnate possibility of installing
di stributor 180 degrees out of tine.

NOTE: Manuf acturer's overhaul instructions are not avail able. See
Figs. 1 and 2.
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Fig. 1. Exp. View O Dist. W Internal Ignitor (Accord & Prelude)
Courtesy of American Honda Motor Co., Inc.
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Fig. 22 Exp. View O Dist. W Internal Ignitor (Cvic & Civic Del

Sol )
Courtesy of American Honda Motor Co., Inc.

IGNITION COIL

Removal & Installation (Civic & Civic Del Sol)

Ensure ignition switch is in OFF position. Renove distributor
cap, cap seal and |eak cover. Renpve 2 screws to di sconnect
Bl ack/ Yel | ow and White/Blue wires fromcoil primary ternm nals. Renove
4 nmounting screws. Slide ignition coil out of distributor housing.

NOTE: Accord and Prelude ignition coils are externally nounted in
engi ne conpartment. Renoval and installation instructions
are not necessary.
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WARNI NG. ALWAYS relieve fuel pressure before disconnecting any fuel
injection related conponent. DO NOT allow fuel to contact
engi ne or electrical conponents.

FUEL SYSTEM PRESSURE RELEASE

To relieve fuel pressure, renove fuel filler cap. Di sconnect



battery ground cable. Hold banjo bolt with proper wench and sl owy

| oosen service bolt on top of fuel rail. Place a shop towel on top of
service bolt. Loosen service bolt one conplete turn. Al ways instal
NEW washer between service and banjo bolts when | oosened.

FUEL PUMP
WARNI NG Keep open flanmes away from work area
Rermpoval & Install ation
On Accord and Civic, renpve fuel tank. On Civic, renpve rear

seat, renove access cover. On Prelude and Civic Del Sol, renove |eft
mai nt enance access cover in luggage conpartnent. On all npdels,

di sconnect fuel |ines and harness connector. Renpove fuel punp nmounting
bolts. Renmove fuel punp fromfuel tank. To install, reverse renoval
pr ocedure.

FUEL RAIL & INJECTORS

Renova

Reli eve fuel pressure. See FUEL SYSTEM PRESSURE RELEASE under
FUEL SYSTEM Di sconnect el ectrical connectors frominjectors.
Di sconnect vacuum and fuel return hoses from fuel pressure regul ator.
Pl ace a shop towel over hoses before disconnecting them Loosen
retaining nuts on fuel rail and harness hol der. Di sconnect fuel rail
Renmove injectors fromintake manif ol d.

Installation

Place NEW"O' rings on injectors, and coat with engine oil.
Assenbl e injectors on fuel rail. Install fuel rail assenbly into
i ntake mani fold. To conplete installation, reverse renoval procedure.

OXYGEN (02) SENSOR

Rermoval & Installation (Accord & Prel ude)

1) On nodels with doubl e exhaust manifold outlets, O2 sensor
is mounted in exhaust pipe just bel ow exhaust header. On nodels with
singl e outl et exhaust nanifold, O2 sensor is nmounted in exhaust
mani f ol d above exhaust pipe fl ange.

2) O2 sensor is equipped with a permanent pigtail which nust
be protected from danmage when sensor is renoved. Ensure sensor is free
of contam nants. Avoid using cleaning solvents of any type. Sensor my
be difficult to renmove when engine tenperature is | ess than 126F
(490C). Al ways use anti-seize conpound on threads prior to
installation. Tighten sensor to specification.

Removal & Installation (Civic & Civic Del Sol)
2 sensor is mounted in exhaust manifold above exhaust pipeN-REMC



fl ange. Sensor is equipped with a permanent pigtail which nust be
protected from danage when sensor is renoved. Ensure sensor is free of
contam nants. Avoid using cleaning solvents of any type. Sensor may be
difficult to renove when engine tenperature is | ess than 126F (490C)

Al ways use anti-seize conpound on threads prior to installation

Ti ghten sensor to specification.

THROTTLE BODY

NOTE: Torque throttle body nount nuts to 16 ft. Ibs. (22 Nm.

TORQUE SPECIFICATIONS

TORQUE SPECI FI CATI ONS TABLE

Appl i cation Ft. Lbs. (N.m
Banj 0 Bol t ... 16 (22)
Distributor Retaining Nuts . ........ .. . . . . . . ... 16 (22)
Fuel Tank

Drain Bolt ... . 36 (50)

Mounti Nng NUL S ... 16 (22)
Oxygen (O2) SeNSOI ..ottt e 33 (45)
Throttle Body Mounting Nuts . ........ . ... ... ... 16 (22)

I NCH Lbs. (N. m

Fuel Punp Retaining Nuts . ....... ... . .. . .. .. 48 (6)
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