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EXTERIOR/INTERIOR TRIM
CARGO BED SIDE MOLDING

24.Cargo Bed Side Molding
A: REMOVAL
1) Remove cargo bed side tray. <Ref. to EI-46, RE-
MOVAL, Cargo Bed Side Tray.>
2) Using TORX® bit T25, remove bolt to remove
luggage pipe lower cover.

3) Remove bolt using TORX® bit T25.

4) Remove clip and cargo bed side molding.

B: INSTALLATION
Install in the reverse order of removal.

NOTE:
• Do not reuse the removed clips; use new ones.
• When installing the cargo bed side molding, 2
front bolts are installed in the mark (protrusion) on
the flange lower end of the molding.

Tightening torque:
Cargo bed side molding;

7.5 N·m (0.76 kgf-m, 5.53 ft-lb)
Luggage pipe lower cover;

7.5 N·m (0.76 kgf-m, 5.53 ft-lb)
Cargo bed side tray;

7.5 N·m (0.76 kgf-m, 5.53 ft-lb)

EI-00251

EI-00252

EI-00253

(A) Mark

(B) Cargo bed side molding

EI-01123
( A )

( B )

05baja_us-e.book  47 ページ  ２００６年２月１４日　火曜日　午後８時２分


