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PP–90
–PREPARATION SUSPENSION AND AXLE

2000 TOYOTA TACOMA   (RM712U)

LUBRICANT
Item Capacity Application

Front drive shaft

Outboard joint grease (Color = Black)

Inboard joint grease

(Color = Yellow ocher)

215 – 235 g (7.58 – 8.29 oz.)

230 – 250 g (8.11 – 8.82 oz.)

Front differential

Differential oil (w/o A.D.D.) 1.10 liters (1.16 US qts. 0.97 Imp. qts)

Hypoid gear oil API GL–5

Above –18°C (0°F) SAE 90

Below –18°C (0°F) SAE 80W or 80W–90

Differential oil (w/  A.D.D.) 1.15 liters (1.22 US qts. 1.01 lmp. qts)

Rear differential

Differential oil (2RZ–FE) 1.35 liters (1.43 US qts. 1.19 lmp. qts)

4WD Extra long models:                                     

2.45 liters (2.58 US qts. 2.16 lmp. qts) Hypoid gear oil API GL–5

Diff ti l il (3RZ FE 5VZ FE)

w/ Diff. lock Short models:                                  

2.65 liters (2.80 US qts. 2.33 lmp. qts)

y g

SAE 75W–90

Differential oil (3RZ–FE, 5VZ–FE)
w/ Diff. lock Extra long models:                          

2.95 liters (3.18 US qts. 2.60 lmp. qts)

w/o Diff. lock:                                                     

2.55 liters (2.69 US qts. 2.24 lmp. qts)


