
BR05J–03

W00613

4WD, Pre Runner:

2WD:

2WD:

Load Sensing Proportioning
and By–pass Valve

Bleeder Plug

Flexible Hose Bracket

Valve Bracket

Bleeder Plug

Plate Washer

Load Sensing Spring
Assembly

Plate Washer

Shackle BracketShackle No. 1

Cushion Retainer

Load Sensing Spring Boot

Rubber Plate

Lithium soap base glycol grease

Rubber Plate
Bushing

Set Plate

Collar

Cushion

Clip

Flexible Hose Bracket

Shackle No. 2

Shackle Bracket

Plate Washer

Plate Washer

Load Sensing Valve Boot

Bushing

Load Sensing Spring

Collar Collar

Spacer

N·m (kgf·cm,ft·lbf) : Specified torque

29 (300, 22)

15 (155, 11)

11 (110, 8)

24 (250, 18)

13 (130, 9)

18 (185, 13)

18 (185, 13)

29 (300, 22)

15 (155, 11)

13 (130, 9)

29 (300, 22)

29 (300, 22)Bushing

13 (130, 9)Clip

–BRAKE LOAD SENSING PROPORTIONING AND BY–PASS 
VALVE (LSP & BV)

BR–51

2000 TOYOTA TACOMA   (RM712U)

COMPONENTS


