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AUTOMATIC TRANSMISSION (A340E, A340F) — ATF TEMPERATURE SENSOR

D00628

2000 TOYOTA TACOMA (RM712U)

ATF TEMPERATURE SENSOR
ON-VEHICLE INSPECTION
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DISCONNECT ATF TEMPERATURE SENSOR CON-
NECTOR

DISCONNECT OIL COOLER PIPE

Remove the 3 bolts and clamps.

Disconnect the ail cooler pipe.
REMOVE OIL COOLER ELBOW

REMOVE ATF TEMPERATURE SENSOR

Remove the ATF temperature sensor.

Remove the O-ring from the ATF temperature sensor.
INSTALL ATF TEMPERATURE SENSOR

Coat a new O-ring with ATF and install it to the ATF tem-
perature sensor.

Install the ATF temperature sensor.

Torque: 15 N-m (155 kgf-cm, 11 ft-1bf)

INSTALL OIL COOLER ELBOW

CONNECT OIL COOLER PIPE

Connect the oil cooler pipe

Torque: 34 N-m (350 kgf-cm, 25 ft-1bf)

Install the 3 clamps and bolts.

CONNECT ATF TEMPERATURE SENSOR

NOTICE:
Be careful not to twist the wire harness.



