BE-51
BODY ELECTRICAL - POWER DOOR LOCK CONTROL SYSTEM

BE04G-01

INSPECTION
1. INSPECT DRIVER'S DOOR LOCK CONTORL
SWITCH CONTINUITY

Switch position

Tester connection

Specified condition

N16034

ey et
= W,
s ,0. 91817]8|5 LOCK 1-5 2-6 Continuity
o - OFF - No continuity
L] P
UNLOCK 2-5,1-6 Continuity

If continuity is not as specified, replace the switch.

2. INSPECT PASSENGER’S DOOR LOCK CONTORL
SWITCH CONTINUITY

Switch position

Tester connection

Specified condition

N16035

LOCK 3-4 Continuity
OFF - No continuity
UNLOCK 2-4 Continuity

If continuity is not as specified, replace the switch.

3. INSPECT DOOR KEY LOCK AND UNLOCK SWITCH

CONTINUITY
LH:
. . Tester connection to . .
Switch position . Specified condition
terminal number
LOCK 5-6 Continuity
OFF - No continuity
UNLOCK 1-5 Continuity

N14030

N14024

If continuity is not as specified, replace the switch.

RH:

Switch position

Tester connection to
terminal number

Specified condition

LOCK 8-7 Continuity
OFF - No continuity
UNLOCK 4-8 Continuity

If continuity is not as specified, replace the switch.

4. INSPECT DRIVER'S DOOR LOCK MOTOR

2000 TOYOTA TACOMA (RM712U)

OPERATION

(@) Connect the positive (+) lead from the battery to terminal
7 and the negative (-) lead to terminal 3, and check that
the door lock link moves to UNLOCK position.



BE-52

BODYELECTRICAL - POWERDOOR LOCK CONTROL SYSTEM

N14026

s [(O@)]
R R -

N14027

N14028

(b) Remove the polarity and check that the door lock link
moves to LOCK position.
If operation is not as specified, replace the door lock assembly.

5. INSPECT PASSENGER’S DOOR LOCK MOTOR
OPERATION

(@) Connect the positive (+) lead from the battery to terminal
6 and the negative (-) lead to terminal 2, and check that
the door lock moves to UNLOCK position.

(b) Remove the polarity and check that the door lock link
moves to LOCK position.
If operation is not as specified, replace the door lock assembly.

6. INSPECT DRIVER’S DOOR UNLOCK DETECTION
SWITCH CONTINUITY

Switch position Tester connection Specified condition

OFF (Door Lock set to

— No continuit
LOCK) y

ON (Door Lock set to -
4-8 Continuity

UNLOCK)

Unlock?

N14029

If continuity is not as specified, replace the switch.

7. INSPECT PASSENGER’S DOOR UNLOCK
DETECTION SWITCH CONTINUITY

Switch position Tester connection Specified condition

OFF (Door Lock set to

— No continuit
LOCK) y

ON (Door Lock set to

1-5 Continuit
UNLOCK) ontinuity

2000 TOYOTA TACOMA (RM712U)

If continuity is not as specified, replace the switch.



