
I11188

AC3S2−02

I11189

I27027 I27949

Access Cab, Standard Cab:

Double Cab:

I11190

Access Cab, Standard Cab:

I27028

Double Cab:

AC−90 −AIR CONDITIONING AIR CONDITIONING CONTROL ASSEMBLY (Center 
Cluster Integration)

DISASSEMBLY
1. Access cab, Standard cab: 

REMOVE AIRBAG INDICATOR CIRCUIT
Release the 2 claws and remove the indicator circuit, then dis-
connect the connector.

2. REMOVE BULBS
(a) Access cab, standard cab: 

Remove the 5 bulbs.
(b) Double cab: 

Remove the 6 bulbs.

3. Access cab, Standard cab: 
REMOVE HEATER CONTROL HOUSING

(a) Remove the 5 screws.
(b) Remove the heater control housing.

4. Double cab: 
REMOVE HEATER CONTROL HOUSING

(a) Remove the 5 screws.
(b) Remove the heater control housing.



I11191

Access Cab, Standard Cab:

I27162

Double Cab:

I11192

I27161
I27950

Double Cab:

Access Cab, Standard Cab:

−AIR CONDITIONING AIR CONDITIONING CONTROL ASSEMBLY (Center 
Cluster Integration)

AC−91

5. Access cab, Standard cab: 
REMOVE INTEGRATION CIRCUIT

(a) Disconnect the 2 connectors.
(b) Remove the circuit.

6. Double cab: 
REMOVE INTEGRATION CIRCUIT

(a) Remove the 2 screws.
(b) Remove the circuit.

7. REMOVE LENS
Release the 3 claws, then remove the lens.


