
EM0E9−18

A23375

Engine Mounting Bracket

Oil Pump

Crankshaft
Front Oil
Seal

Crankshaft Position
Sensor Connector

No.1 Oil Pan

� Non−reusable part
� Precoated part

Oil Strainer

Engine
Mounting
Bracket

VVT Sensor 2
Connector

Knock Sensor 1

Knock Sensor 2

Engine Coolant 
Drain Union

Starter

No.2 Oil Pan

Oil Pan Baffle Plate

x 8

Water Pump

� Gasket

� O−Ring

Engine
Wire

Engine
Wire
Cover

VVT
Sensor 1

Engine Coolant
Drain Union

36 (370, 27)

x 5

Oil Pressure
Sender Gauge
Connector

7.5 (76, 66 in.·lbf)

N·m (kgf·cm, ft·lbf) : Specified torque

�

�

x 20

Clamp

Engine Wire Protector

� Tape

Water Bypass Pipe

� O−Ring

� Gasket

Engine
Wire

39 (400, 29)

� Gasket

�

x 4

30.5 (310, 22)

15.5 (160, 11)

7.5 (76, 66 in.·lbf)

7.5 (76, 66 in.·lbf)

7.5 (76, 66 in.·lbf)

7.5 (76, 66 in.·lbf)

28 (290, 21)

28 (290, 21)

28 (290, 21)

7.5 (76, 66 in.·lbf)

EM−98
−ENGINE MECHANICAL (2UZ−FE) CYLINDER BLOCK

CYLINDER BLOCK
COMPONENTS



A04847

No.1 Piston Ring
No.2 Piston Ring

Oil Ring
Side Rail
Expander
Side Rail

Connecting Rod

Connecting Rod Bearing

Connecting Rod Cap

Cylinder Block

� Snap Ring

Piston Pin

� Crankshaft
    Rear Oil Seal� O−Ring

Rear Oil Seal Retainer

Upper Main Bearing

� Snap Ring

Piston

Upper Crankshaft
Thrust Washer

Lower Main Bearing Lower Crankshaft
Thrust Washer

Main Bearing Cap

� Non−reusable part

x 7

Crankshaft

N·m (kgf·cm, ft·lbf) : Specified torque

� Connecting Rod Bushing

See page EM−118
1st   27 (275, 20)
2nd Turn 90 °

See page EM−118
1st   24.5 (250, 18)
2nd Turn 90 °

8.0 (80, 71 in.·lbf)

−ENGINE MECHANICAL (2UZ−FE) CYLINDER BLOCK
EM−99


