EM-111
ENGINE MECHANICAL (1GR-FE) - CYLINDER BLOCK

CYLINDER BLOCK
COMPONENTS

EM1XY-01

@— Piston Ring (No. 1 Compression Ring)
(EQ > Piston Ring (No. 2 Compression Ring)

Piston Ring (Expander) A

&,// Piston Ring (Side Rail)
Piston ‘Ké _..-G——— & Piston Pin Hole Snap Ring
Piston Pin NK‘
X

@ Piston Pin Hole m
- Connecting Rod

Snap Ring
’ Connecting Rod Knock Sensor -
4 . 20 (204, 15

\

Connecting Rod
; Cap

Knock Sensor Wire

Engine Rear Oil
Seal Retainer

Water Drain Coc

See page EM-128

1st 25 (250, 18)
2nd Turn 90 °

Water Drain Cock

25 (255, 18)

% [9.0(92,80in.Ibf) ]

Oil Nozzle

Crankshaft Bearing

Upper Crankshaft
Thrust Washer

9.0 (92, 80 in.-Ibf) |

Lower Crankshaft Thrust Washer

-1
|

Crankshaft Bearing Cap

Crankshaft Bearing See page EM-128

| N-m (kgf-cm, ft-Ibf) |: Specified torque i— 1st61 (622, 45)
@ Non-reusable part 2nd Turn 90 °
Y A23200




