
SA28M−02

F16137

N·m (kgf·cm, ft·lbf) : Specified torque
� Non−reusable part

Rear Propeller Shaft

Differential Carrier

� Gasket

x10

�

Drain Plug

� Gasket

� Gasket

� Gasket

Filler Plug
49 (500, 36)

O−Ring

� O−Ring

Brake Line
15 (155, 11)

Parking Brake Cable

Brake Drum

Rear Axle Shaft (LH) and
Brake Assembly

Rear Axle Shaft (RH) and
Brake Assembly

74 (750, 56)

ABS Speed Sensor

73 (740, 54)

Brake Drum

49 (500, 36)

69 (700, 51)

8.0 (82, 71 in.·lbf)

SA−122
−SUSPENSION AND AXLE REAR DIFFERENTIAL CARRIER (w/ LSD)

REAR DIFFERENTIAL CARRIER (w/ LSD)
COMPONENTS



F16138

N·m (kgf·cm, ft·lbf) : Specified torque
� Non−reusable part
� Precoated part

�

Companion Flange

� Dust Deflector

� Oil Seal

Bearing

Differential Carrier

Washer

� Bearing Spacer

Bearing Cap

113 (1,150, 83)

Drive Pinion

Rear Bearing

� Adjusting Washer

Plate Washer

Side Bearing

Ring Gear

�

Differential Case

Side Bearing

Plate Washer

x12

125 (1,270, 92)

See page SA−133

−SUSPENSION AND AXLE REAR DIFFERENTIAL CARRIER (w/ LSD)
SA−123



F16145

N·m (kgf·cm, ft·lbf) : Specified torque

� Precoated part

#: If the side gear backlash has been adjusted
by TOYOTA dealer, adjusting shims are
installed between the side gear thrust washer
and the differential case.

RH Differential Case

# Adjusting Shim

Clutch Plate

Side Gear Thrust Washer

Pinion Gear Thrust Washer

Pinion Gear

Spider

Compression Spring

Side Gear

Spring Retainer

LH Differential Case

�

x8
Side Gear Thrust Washer

# Adjusting Shim

Clutch Plate

47 (480, 35)

SA−124
−SUSPENSION AND AXLE REAR DIFFERENTIAL CARRIER (w/ LSD)


