
EM1XC−01

A19396

MAF Meter Connector

PS Air Hose

Hood

Windshield Washer Hose

Engine Under Cover

PCV Hose

Vacuum Hose

Fan with Fluid Coupling Assembly

Drive Belt

Fan Pulley

Throttle Body Cover

Radiator Assembly

No. 2 Fan Shroud

Air Cleaner 
Cap and 
Intake Air 
Connector 
Assembly

Air Cleaner Case

Air Filter

N·m (kgf·cm, ft·lbf) : Specified torque

MAF Meter Wire

Clip

A/T Oil Cooler Hose
12 (200, 15)

29 (296, 21)

Clip

A/C Suction Hose
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B16538

ECM Connector

ECM and Bracket Assembly

Heater to Register Dust

Lower No. 2 Finish Panel

Glove Compartment Door

Wire Harness Connector
(Cassette Connector)

A23366

Engine Wire Clamp

Engine Wire

Heater Hose

Ground Strap

Fuel Inlet
Hose

Battery 
Negative 
(−) Cable

Heater Hose

Fuel Return
Hose

Generator Wire

Battery
Positive (+)
Terminal

Clamp

Generator
Connector

EVAP Hose

w/o Hydraulic Brake Booster:
Brake Booster Tube
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D14121

N·m (kgf·cm, ft·lbf) : Specified torque
� Non−reusable part

37 (377, 27)

Stabilizer Bar

Bushing

Stabilizer Bar Bracket

No. 1 Engine Under Cover

18 (185, 13)

Rear End Plate

Torque 
Converter 
Clutch

x 6
48 (490, 35)

Oil Cooler Pipe

34 (346, 25)

Clamp

� 62 (630, 46)

Gasket�

�

Front Exhaust Pipe RH

48 (490, 35)

Gasket� �

� 62 (630, 46)

� Clamp

� Gasket

32 (326, 24)

37 (377, 27)

Crossmember

72 (734, 53)

65 (660, 48)

Engine Rear 
Mounting Insulator

19.5 (199, 14)

14.5 (148, 11)

Transmission and
 Transfer

88 (897, 65)

Rear Propeller Shaft
88 (897, 65)

40 (410, 30)

Front Propeller Shaft

88 (897, 65)

88 (897, 65)

Heat Insulator

16 (164, 12)

Front Exhaust Pipe LH

71 (724, 52)
12 (122, 9)

� Gasket
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A19392

Engine Unit Assembly

A/C Compressor

PS Pump

Drive Plate

Oil Cooler Pipe
for Transmission

Rear Spacer

Stay

Front Spacer
x 8

Stay
Stay

N·m (kgf·cm, ft·lbf) : Specified torque

See page EM−95
1st 49 (500, 36)
2nd Turn 90 °

17 (175, 13)

A/C Compressor
Connector

38 (388, 28)

49 (500, 36)

38 (388, 28)

17 (175, 13)
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