
CHRYSLER (+) Positive Factory Disarm wire
Diagram and Resistor Value Chart:

FACTORY (+) POSITIVE Disarm wire in Vehicle

Connect the YELLOW wire from the #775
to the resistor and then connect the
resistor to the disarm wire on the vehicle...

RESISTOR

Connect the
WHITE wire
from the NOT USED" To 12 volts
Relay to the constant
FASD fused at 10 amps
(Factory
Alarm Shut
Down) wire
on the Unit.

YEAR andMODEL [RESISTOR LOCATION

99-04 Chrysler 300M 680 Ohm LIGHT GREEN/ORANGE in Drivers Kick, Door Har.

96-00 Chrysler Cirrus 480 Ohm GREEN/ORANGE in Kick Panel or at BCM

99-Up Chrysler Concorde 680 Ohm LIGHT GREEN/ORANGE in Drivers Kick, Door Har.

99-01 Chrysler LHS 680 Ohm LIGHT GREEN/ORANGE in Drivers Kick

01-Up Chrysler Sebring Sedan} 750 Ohm LIGHT GREEN/IORANGE @ BCM, Conn. C4, Pin1

in Drivers Kick Panel96-00 Chrysler Sebring Conv. | 480 Ohm LIGHT GREEN/JORANGE above hood release

01-Up Chrysler Sebring Conv. | 750 Ohm LIGHT GREEN/ORANGE @ BCM, Conn. 4, Pin4

99-Up Dodge Intrepid 680 Ohm LIGHT GREEN/ORANGE in Drivers Kick, Door Har.

95-00 Dodge Stratus 480 Ohm GREEN/ORANGE in Kick Panel or at BCM

01-Up Dodge Stratus Sedan 750 Ohm LIGHT GREEN/ORANGE @ BCM, Conn. 4, Pin4


