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BE−76
−BODY ELECTRICAL STOP LIGHT SYSTEM

LEXUS GS300 (RM588E)

INSPECTION
1. INSPECT STOP LIGHT SWITCH CONTINUITY

Switch position Tester connection Specified condition

Switch pin free
(Pedal depressed)

− No continuity

Switch pin pushed in
(Pedal released)

1 − 2 Continuity

Switch pin free
(Pedal depressed)

− No continuity

Switch pin pushed in
(Pedal released)

3 − 4 Continuity

If continuity is not as specified, replace the switch.

2. INSPECT STOP LIGHT SWITCH CIRCUIT
(See page DI−675)

Disconnect the connector from the switch and inspect the con-
nector on the wire harness side, as shown.

Tester connection Condition Specified condition

2 − Ground Constant Battery voltage

If circuit is not as specified, inspect the power source or wire
harness.

3. INSPECT HI−MOUNTED STOP LIGHT CONTINUITY
Using an ohmmeter, check that continuity exists between termi-
nals.
If continuity is not as specified, replace the light assembly or
bulb.
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LEXUS GS300 (RM588E)

4. INSPECT HI−MOUNTED STOP LIGHT CIRCUIT
Disconnect the connector from the light and inspect the con-
nector on the wire harness side, as shown.

Tester connection Condition Specified condition

2 − Ground Constant Continuity

If circuit is not as specified, inspect the power source or wire
harness.

5. INSPECT LIGHT FAILURE SENSOR
(See page DI−677 and BE−1 05)
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