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−BODY ELECTRICAL INTERIOR LIGHT SYSTEM
BE−3

LEXUS GS300/GS430 SUP (RM786E)

INTERIOR LIGHT SYSTEM
INSPECTION
1. w/ Double locking system:

INSPECT FRONT DOOR COURTESY SWITCH CONTI-
NUITY

(a) Connect the connector to the driver door ECU or front
passenger door ECU.

(b) Check that continuity exists between terminals 4 and 11
when door is opened.

(c) Check that no continuity exists between terminals 4 and
11 when door is closed.

If continuity is not as specified, replace the door lock assembly.
2. w/ Double locking system:

INSPECT FRONT DOOR COURTESY SWITCH CIR-
CUIT
Driver side: (See page DI−646)
Passenger side: (See page DI−680)

3. w/ Double locking system:
INSPECT REAR DOOR COURTESY SWITCH CONTI-
NUITY

(a) Connect the connector to the rear left door ECU or rear
right door ECU.

(b) Check that continuity exists between terminals 1 and 2
when door is opened.

(c) Check that no continuity exists between terminals 1 and
2 when door is closed.

If continuity is not as specified, replace the door lock assembly.
4. w/ Double locking system:

INSPECT REAR DOOR COURTESY SWITCH CIRCUIT
Rear LH side: (See page DI−704)
Rear RH side: (See page DI−724)
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