DI-558
DIAGNOSTICS - CRUISE CONTROL SYSTEM

DIAGNOSTIC TROUBLE CODE CHART

If a malfunction code is displayed during the DTC check, check the circuit listed for that code in the table
below and proceed to the appropriate page.

DI26U-17

DTC No.

Circuit Inspection Trouble Area
(See Page) red! pect .

*Harness or connector between engine and ECT ECU and
vehicle speed sensor

Vehicle speed sensor

¢ Engine and ECT ECU

P0500/ 21, 23
(*1) Vehicle Speed Signal Abnormal
(DI-558)

*Harness or connector between engine and ECT ECU and

P0501/ 21, 23 ;
vehicle speed sensor

*2 Vehicle Speed Signal Ab |
DI( 5)63 ehicle speed signal Abhorma *Vehicle speed sensor
(DI-563) *Engine and ECT ECU
« Stop light switch
P1520/ 52 . . . o *Harness or connector between engine and ECT ECU and
Short in Stop Light Switch Circuit J ) o
(DI-564) stop light switch circuit
*Engine and ECT ECU
P1566/ 54
Input Signal Circuit *Engi ECTE
(DI-569) nput Signal Circui ngine and ECT ECU

(*1): 2JZ-GE engine
(*2): 3UZ-FE engine
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