DI-6
DIAGNOSTICS - LEXUS NAVIGATION SYSTEM

LEXUS NAVIGATION SYSTEM

HOW TO PROCEED WITH TROUBLESHOOTING
HINT:

The ECU of this system is connected to the multiplex communication system. Therefore, before starting trou-
bleshooting, make sure to check that there is no trouble in the multiplex communication system.

DI27W-13

Vehicle Brought to Worksho)
( g P ltems inside /7 are titles of pages in this manual,

JL with the page number in the bottom portion. See
1 Customer Problem Analysis the pages for detailed explanations.

P. DI-7
2

2 /7 Check and Clear DTC (Pre check)

P. DI-8
& Symptom
does not occur
3 . ; |::> 4 Symptom Simulation
Problem Symptom Confirmation
yme P. IN-21
Symptom
occurs [
5 DTC Check Normal code
P.DI-8 '
ﬂ Malfunction code
6 DTC Chart 7 Problem Symptoms Table
P. DI-21, DI-826* P. DI-848*

|

*: See Pub. No. RM786E

I

Terminal of ECU

P. DI-837*
L

Identification of Problem

9 Repair

&

Confirmation Test

3

End

i@
N

10

LEXUS GS430/GS300 SUP (RM879E)


m_di_0007.pdf#page=1
m_di_0008.pdf#page=1
m_in_0021.pdf#page=1
m_di_0008.pdf#page=1
m_di_0021.pdf#page=1

