DI-588
DIAGNOSTICS - COMBINATION METER SYSTEM

DI27G-02

Fuel gauge

INSPECTION PROCEDURE

HINT:
If there is not the LEXUS hand-held tester, begin with STEP 2.

1 Perform active test.

PREPARATION:

(@ Connect the LEXUS hand-held tester to the DLCS.

(b)  Turn ignition switch ON and LEXUS hand-held tester main switch ON.
(c) Selectthe ACTIVE TEST mode on the LEXUS hand-held tester.
CHECK:

Check that the probe moves as LEXUS hand-held tester directs in each range.
OK:

The probe operates normally.

OK Proceed to next circuit inspection shown on
problem symptoms table. (See page DI-584).

@

2 [ Check fuel receiver gauge (See page BE-105).

NG> Replace fuel receiver gauge.

OK

G

3 | Check fuel sender gauge (See page BE-105).

NG> Replace fuel sender gauge.
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DI-589
DIAGNOSTICS - COMBINATION METER SYSTEM

4 | Check circuit plate (See page BE-105).

@

Check and replace combination meter (See
page BE-91).

NG> Replace circuit plate.

LEXUS GS300 (RM588E)


m_be_0105.pdf#page=1
m_be_0091.pdf#page=1
m_be_0091.pdf#page=1

