DIAGNOSTICS - ANTI-LOCK BRAKE SYSTEM WITH ELECTRONIC DI-109

BRAKE FORCE DISTRIBUTION (EBD)

DI6QP-01

BRAKE Warning Light Circuit

CIRCUIT DESCRIPTION
The BRAKE warning light lights up when the brake fluid is insufficient, the parking brake is applied or the
EBD is defective.
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DI-110 DIAGNOSTICS - ANTI-LOCK BRAKE SYSTEM WITH ELECTRONIC
BRAKE FORCE DISTRIBUTION (EBD)

INSPECTION PROCEDURE

1[0 | Check[parking[brake[$witch[¢ircuit[(See[page[BE-2)[]

NG> Repair or replace parking brake switch circuit.

@

2[] [ Check[brake[fluid[level[Warning[$witch[¢ircuit[{See[page[BE-2)(]

NG Repair or replace brake fluid level warning
switch circuit.

@

3 |Is DTC output for ABS?

Check[DTC[dn[page[DI-68.

Yes> Repair circuit indicated by the output code.

@

4 | Check BRAKE warning light.

See[¢ombination[ineter[iroubleshooting[dn[page[BE-2.

NG> Repair or replace combination meter.

@

Check and replace ABS ECU.

CELICA (RM734E)



