DI-367
DIAGNOSTICS - BODY CONTROL SYSTEM

DI6U3-01

Headlight dimmer relay circuit

CIRCUIT DESCRIPTION

Dimmer relay will be "ON” by operating the headlight dimmer switch. The transistor which activates the dim-
mer relay has two sorts: one activates by the dimmer switch for fail safe and the other activates by CPU.
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DIAGNOSTICS - BODY CONTROL SYSTEM
WIRING DIAGRAM
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w/o Daytime running light system: BODY ECU
Instrument
Engine Room J/B panel J/B ( \
1 HEAD Relay 17 1
B-R 7y SLETEEEEE 'S - B 10f HRLY
5 0\0—3
HEAD HEAD
R_Y 10 LH LWR RH UPR 12
HEAD HEAD
3 RH LWR LH UPR 1 R-Y
oW [COEfo~o}——fo~o}- B(2D)
IE4]9 R
T A J/C IE4 | 11
(Y | C11
N vl High Beem
c | A Indicator Light
VL 5 3 R
(I —4 1 [35) 2R
rw — T M RWL
| E Al
I TR
oK S H5 R-B @a 8
E ol D Headlight RH (High)
Ly 2l R
J5 L \J_4J R-B @
8 H3 Headlight LH (High)
2|1 /A 1
[E4]—ns () Aoy
He
Headlight RH (Low)
R-W 2 65“\ 1 W-B w
= *1: LHD only
R-Y Headlight LH (Low)
1 /A2
©, w-s
B.R EB Yc? EA
O0NS0 {F--41
c FL MAIN Battery J_

114379

CELICA (RM734E)



DI-370
DIAGNOSTICS[] - BODY[CONTROL[SYSTEM

INSPECTION[PROCEDURE

1] | Check[headlight[dimmer[relay[(See[page[BE-1B)[]

NG> Replace the headlight dimmer relay.

@

2 [ Check wireharness and connector between headlight dimmer relay and Body
ECU,[battery[and[headlight[¢dimmer[felay[{See[page[DI-367).

NG> Repair or replace wireharness or connector.

Proceed to next circuit inspection shown on
problem symptoms table
(See[page[DI-355).
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