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D07390

7.0 (71, 62 in.·lbf)

No. 2 Cylinder Head Cover

Hood

Hold−Down
Clamp

Battery

Tray

13 (130, 9)

6.9 (70, 61 in.·lbf)

18 (185, 13)

12 (120, 9)

80 (820, 59)

60 (610, 44)

4.9 (50, 43 in.·lbf)

25 (250, 18)

ECM Cover

ECM Box

Battery Carrier

ECM Connector

Air Cleaner Case Assembly
with Air Hose

Clip
Control Cable

Engine Left Mounting Bracket

Transaxle

N·m (kgf·cm, ft·lbf) : Specified torque

37 (378,28)

47 (480,35)

37 (378,28)

23 (230,17)

4.9 (50, 43 in.·lbf)

12 (120, 9)

4.9 (50, 43 in.·lbf)

12 (120, 9)

Clutch ReleaseCylinder

Clutch Line Bracket

Starter

Starter Connector

Starter
Wire

Radiator
Reservoir

Ground Cable

Clip
Washer

Clamp

Control Cable Bracket

Wire Harness

Back−Up Light Switch Connector
SpeedSensor Connector

Wire Harness
64 (650,47)

ECMOutlet Duct

6.9 (70, 61 in.·lbf)

2ZZ−GE engine:

Nut Cap
7.0 (71, 62 in.·lbf)

No. 2 Cylinder Head Cover
1ZZ−FE engine:

Clip

MX−2
−MANUAL TRANSAXLE MANUAL TRANSAXLE UNIT

CELICA (RM734E)

MANUAL TRANSAXLE UNIT
COMPONENTS



D10558

RH Front Drive Shaft

LH Front Drive Shaft

Snap Ring

Compression
Spring

Front Exhaust Pipe

Engine Rear
Mounting Bracket

Engine Rear
Mounting
Insulator

Front Sub−Frame and Lower
Suspension Arm

Center EngineUnder Cover

RHEngineUnder Cover LH Engine Under Cover

64 (650, 47)

z

44 (450, 33)

Gasketz

Gasketz

43 (440, 32)
7.8 (80, 69 in.·lbf)

44 (450, 33)
*40 (410, 30)

52 (530, 38)

157 (1,600, 116)

44 (449, 32)

157 (1,600, 116)

142 (1,450, 105)

52 (530, 38)

52 (530, 38)

39 (400, 29)

z Lock Nut
216 (2,200, 159)

z Non−reusable part
* For use with SST

N·m (kgf·cm, ft·lbf) : Specified torque

Compression
Spring

Pipe

43 (440, 32)

Oxygen Sensor

64 (650, 47)

87 (890, 64)

Preesure Feed and
Return Tube

z

z

49 (500, 36)

35 (360, 35)

−MANUAL TRANSAXLE MANUAL TRANSAXLE UNIT
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CELICA (RM734E)


